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Abstract
Since the atmosphere of the Earth is opaque for ultraviolet (UV) and X-ray radiation, space-
based observatories are crucial for astronomical studies and scientific progress in these domains.
The two key aspects of this thesis are both related to future astronomical satellite missions and
concern the development of a position sensitive UV detector and the reliability assessment of
silicon X-ray sensors.
An advanced microchannel plate (MCP) detector for the UV band is currently under devel-
opment at the IAAT. High sensitivity, a large dynamic range, long term stability, and a low
power dissipation are the necessary requirements to push the performance and lifetime of future
UV missions and, therefore, are the key drivers of this effort. Besides the production of efficient
photocathodes, the main innovation to reach these goals is the application of a cross-strip anode.
This kind of anode has not been used in spaceborne UV detectors so far, particularly because the
development of low power front-end electronics is challenging due to a large number of readout
channels. A test setup equipped with MCPs to generate realistic signal stimuli for the readout
electronics under development has been designed and constructed as part of this thesis.
The second part of this thesis concerns studies of the effects of orbital low energy proton radiation
on X-ray sensors. These soft protons can seriously degrade the photon detection performance
and are potentially more harmful than energetic protons. Furthermore, instruments with grazing
incidence X-ray optics concentrate the ambient orbital proton flux in their focal plane, where
the sensors are located. Soft proton radiation is thus considered a major risk to future X-ray
missions such as eROSITA, LOFT, and Athena, requiring a thorough assessment and mitigation
strategy. Within this work, a unique soft proton irradiation experiment has been set up at
the local accelerator facility. It features an unprecedented high flux uniformity over a large
area and a monitoring system for the spectrum and the fluence. The setup has been used
in two irradiation campaigns for LOFT sensor prototypes and for the irradiation of coated
optics for ADM-Aeolus, a future satellite mission to map Earth’s global wind profiles. A recent
upgrade of the setup enables measurements of the grazing angle soft proton scattering efficiency
of which experimental data was scarcely available up to now. Systematic measurements with
samples of eROSITA spare mirror shells have been performed. The results deviate from previous
measurements and show limitations of widely used simulation codes. The data will be used as





Die Erdatmospha¨re ist opak fu¨r ultraviolettes (UV) Licht und Ro¨ntgenstrahlung. Der Betrieb
von Observatorien im Weltraum ist deshalb eine entscheidende Grundvoraussetzung fu¨r astrono-
mische Untersuchungen und den wissenschaftlichen Fortschritt in diesen Wellenla¨ngenbereichen.
Die vorliegende Arbeit befasst sich mit dem Entwurf und der Planung von Messinstrumenten
fu¨r derartige Satellitenmissionen. Die beiden Schwerpunkte der Arbeit betreffen die Entwick-
lung eines weltraumtauglichen positionsempfindlichen UV-Detektors sowie die Evaluation der
Zuverla¨ssigkeit von siliziumbasierten Ro¨ntgendetektoren.
Das IAAT entwickelt derzeit einen neuartigen Mikrokanalplatten-Detektor fu¨r UV-Licht. Hohe
Sensitivita¨t, ein großer Dynamikumfang, gute Langzeitstabilita¨t und eine geringe Wa¨rmeabgabe
sind dabei wichtige Voraussetzungen fu¨r eine verbesserte Leistungsfa¨higkeit und Lebensdauer
des Instruments und Ziel dieser Bemu¨hungen. Neben der Produktion effizienter Photokathoden
ist der Einsatz einer sogenannten Cross-strip-Anode die zentrale Innovation. Dieser Anodentyp
wird bislang in weltraumgebundenen UV-Detektoren nicht eingesetzt, weil insbesondere die Ent-
wicklung einer Ausleseelektronik mit geringer Wa¨rmeabgabe fu¨r die große Zahl an Kana¨len eine
Herausforderung darstellt. Um realistische Auslo¨seimpulse fu¨r die sich in der Entwicklung befind-
liche Ausleseelektronik zu erzeugen, wurde im Rahmen dieser Arbeit ein mit Mikrokanalplatten
bestu¨ckter Testaufbau entworfen und umgesetzt.
Der zweite Teil dieser Arbeit befasst sich mit den Auswirkungen von orbitaler niederenergeti-
scher Protonenstrahlung auf Ro¨ntgendetektoren. Diese sogenannten weichen Protonen ko¨nnen
die Fa¨higkeit dieser Instrumente zur Photonendetektion empfindlich verschlechtern und sind
potentiell scha¨dlicher als ho¨herenergetische Protonen. In Ro¨ntgenteleskopen mit fokussieren-
der Optik wird daru¨ber hinaus der orbitale Protonenfluss auf die Detektoren in der Fokalebe-
ne konzentriert. Weiche Protonenstrahlung wird aus diesen Gru¨nden als ein Hauptrisiko fu¨r
zuku¨nftige Ro¨ntgenmissionen wie eROSITA, LOFT und Athena betrachtet; eingehende Unter-
suchungen und vorbeugende Maßnahmen sind erforderlich. Aufbau und Durchfu¨hrung eines ein-
zigartigen Bestrahlungsexperiments an der Beschleunigeranlage der Universita¨t waren deshalb
ebenso Bestandteil dieser Arbeit. Das Experiment zeichnet sich durch eine bislang unerreichte
Gleichma¨ßigkeit der Flussverteilung aus und besitzt ein Messsystem fu¨r die spektrale Energie-
verteilung und die applizierte Dosis, das vom bestrahlten Objekt unabha¨ngig ist. Der Aufbau
wurde fu¨r zwei Bestrahlungskampagnen fu¨r LOFT -Detektorprototypen verwendet sowie fu¨r die
Bestrahlung beschichteter Optiken fu¨r ADM-Aeolus, eine zuku¨nftige Satellitenmission zur Kar-
tierung globaler Windprofile in der Erdatmospha¨re. Eine ku¨rzlich erfolgte Erweiterung des Auf-
v
baus ermo¨glicht Messungen der Streueffizienz niederenergetischer Protonen unter streifendem
Einfall, wofu¨r experimentelle Daten bisher kaum verfu¨gbar waren. Systematische Messungen
wurden an Proben von eROSITA-Reservespiegelschalen durchgefu¨hrt. Die Ergebnisse weichen
von bisherigen Messungen ab und zeigen Beschra¨nkungen vorherrschender Simulationen auf die-
sem Gebiet auf. Sie dienen zudem als Grundlage einer neuartigen Raytracing-Software, die zur
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The atmosphere of the Earth is opaque for a predominant fraction of the electromagnetic spec-
trum. This is illustrated in Fig. 1, which shows the atmospheric optical depth as a function of
altitude and wavelength. In the optical (380–780 nm) and in the radio band (∼ 1 mm–10 m), as
well as in several narrow windows in the near-infrared, a sufficient transmittance allows ground-
based astronomy. In contrast, UV radiation (92–310 nm) can only penetrate down to 50–100 km
above sea level, extreme UV (10–92 nm) and soft X-ray radiation (100 eV–10 keV) are absorbed
at even higher altitudes around 150 km, whereas hard X-rays (10 keV–500 keV) can reach down to
about 40 km. The dominant absorption processes are dissociation and ionization of atmospheric
molecules such as oxygen, nitrogen, and ozone (Davies, 1997).
Astronomical observations in the UV and the X-ray band depend on the operation of instruments
at sufficiently high altitudes, ultimately deployed in space. Although sounding rockets can reach
apogees of several hundred kilometers, the maximum observing time is limited to about 20
minutes1. Recently developed Ultra-Long Duration Balloons (ULDBs) attain flight durations
of up to 100 days, but their altitude limit is around 35 km (Brosch, 2009). Most missions using
these platforms are thus primarily focused on the test and qualification of novel instrumentation,
whereas observatory class spaceborne telescopes that are comparable to ground-based facilities
usually rely on satellites.
The development, launch, and operation of satellite observatories demands extensive financial
resources. The extremely high costs of space-qualified hardware are due to the requirements
posed by the harsh orbital environment, in particular the thermal and radiation conditions. In
order to ensure high reliability, specially selected components as well as extensive development
and qualification efforts for the telescope and for all of its subsystems are required. Once
deployed in orbit, a satellite is literally on its own – repairs are not possible and the smallest
fault in the instrumentation can terminate the mission. However, some space observatories have
















































Figure 1.1: Plot of the atmospheric optical depth as function of wavelength and energy. The scale on
the left gives the fraction of the atmosphere above a certain altitude, while the scale on the
right lists the corresponding altitude. The black solid line marks the atmospheric depth at
which half of the incident flux is absorbed; at the top of the gray shaded area one percent of
the incident flux remains. The UV domain, including the extreme UV, is colored in blue; the
X-ray band in orange (Giacconi et al., 1968, digitized by T. Schanz, modified)
are still delivering high quality data; examples are the Hubble Space Telescope2 and the Chandra
X-Ray Observatory (Weisskopf et al., 2003) of the NASA, as well as ESA’s X-ray Multi Mirror
(XMM-Newton) mission (Jansen et al., 2001).
The present cumulative dissertation is focused on the development and the reliability assessment
of detectors for future astronomical space missions. It comprises four articles, all of which are
published in peer-reviewed journals. The objectives of the performed studies are presented in
Chapter 2. The work covers three domains: Chapter 3 deals with the development efforts
for a detector for ultraviolet (UV) radiation, whereas the related topics soft proton radiation
hardness of sensors for X-ray astronomy and proton propagation through focusing X-ray optics
are addressed in Chapter 4. In both chapters, the context of the work is introduced, the content
2www.stsci.edu/
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of the publications is briefly summarized, and the reported results are touched. Discussions
of various aspects that could not been explained sufficiently deep within the publications, i.e.
the principles of different X-ray sensors, are included as well. Furthermore, a brief summary of
a soft proton irradiation campaign for a future Earth observation satellite mission is given in
Chapter 4, in order to highlight an additional application of the developed experimental setup.
The four journal articles are reprinted in Chapter 5. Chapter 6 concludes with a summary and
gives an outlook on future prospects.
3

2 Objectives of the Doctoral Research
The scientific objectives of this doctoral thesis subdivide into three domains, each associated
with the development of spaceborne astronomical instrumentation:
1. In the context of the development and construction of a microchannel plate (MCP) detector
for the UV wavelength range, a test bench was required to verify the functionality of a
novel position sensitive cross-strip anode (CSA) and the associated readout electronics
under realistic operation conditions. In contrast to previous tests of the electronics with
a charge injector, this setup should provide the possibility to mount and operate MCPs
in order to generate charge clouds on a CSA prototype in a way comparable to the final
sealed-tube detector configuration. Furthermore, the setup was intended for the initial
conditioning of factory new MCPs, which is essential to achieve a uniform and stable gain,
and thus required a mechanism to move an additional MCP in and out of the front of the
MCP stack without breaking the vacuum.
2. The second objective was the experimental study of the radiation hardness of silicon drift
detector (SDD) prototypes designated for the use on-board the proposed Large Observatory
For x-ray Timing (LOFT ). A setup had to be constructed for the uniform irradiation of
7.25 × 5.52 cm2 sensor prototypes with soft protons in the energy range 100 keV–1 MeV.
The proton flux had to be adjustable over a wide range to achieve reasonable irradiation
durations between several minutes and about an hour to reach the requested fluences from a
few percent up to a factor of ten of the expected orbital fluence. Since readout electronics
for the SDD prototypes were not yet available, an independent monitoring system was
required to measure applied fluences and spectra, as well as a procedure to determine the
uniformity of the spatial flux distribution. Methods for an energy calibration and for the
normalization of the fluence measurement had to be developed and evaluated. Various
particle transport simulations were necessary to dimension the setup adequately and to
suppress unwanted background that distorts the irradiation spectra.
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3. As a third objective of the doctoral studies, the collection of experimental data of grazing
angle soft proton scattering on focusing X-ray optics was selected. Therefore, the men-
tioned irradiation setup had to be upgraded with a target mounting that is adjustable
with an angular precision better than 0.1°. Procedures had to be developed for the deter-
mination of the scattering angle and the calibration of the incidence angle and a reliable
method for the determination of the incident proton flux on the target had to be found.
Samples of spare mirror shells of eROSITA (extended ROentgen Survey with an Imaging
Telescope Array), which will be the main instrument on the upcoming SRG (Spectrum-
Roentgen-Gamma) satellite, should be used as scattering targets. The goal was to validate
a theoretical model and existing simulation codes as well as to provide empirical input for
a novel ray tracing code dedicated to simulate proton propagation through X-ray optics.
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3.1 Context of the Development
The development of detectors based on MCPs for visible and UV radiation started at the AIT1
in the 1980s (Barnstedt, 1985). The expertise gained from this initial work was successively ex-
tended to construct a detector that meets the requirements for an application in space. The effort
culminated in two successful orbital flights of AIT MCP UV detectors in the TUES (Tu¨bingen
Echelle Spectrograph) instrument on-board of the ORFEUS-SPAS (Orbiting and Retrievable Far
and Extreme UV Spectrometer - Shuttle Pallet Satellite) missions in 1993 (STS-51) and 1996
(STS-80) (Grewing et al., 1998).
Already at that time, Russia proposed an observatory class UV telescope, Spektr-UV, which
was renamed later as WSO-UV (World Space Observatory-Ultraviolet) (Shustov et al., 2009).
Although started as a national project, Spektr-UV was opened in the 1990s for international con-
tributions and several nations joined the collaboration. Amongst them was Germany with the
AIT, which was responsible for the development of the mission’s main instruments and the associ-
ated detectors. The main instruments were a two channel echelle spectrograph (HIRDES – High
Resolution Double Echelle Spectrograph) with a spectral resolution R = λ/∆λ ≈ 50 000 (Becker-
Ross et al., 1994; Werner et al., 2008) and a long slit spectrograph (LSS) with R ≈ 1000. Both
instruments had been designed for the application of solar-blind and photon-counting detectors
that allow photon-noise limited observations. Particularly, intrinsic solar-blindness is a unique
feature of MCP detectors that other technologies such as CCDs (Charge-Coupled Devices; cf.
Sec. 4.1 and Fig. 4.3) cannot offer. Advanced MCP detectors and the associated readout elec-
tronics were thus newly developed at the IAAT, to meet the demands for a higher sensitivity
and a larger dynamic range than the ORFEUS detector could provide, while pushing the power
dissipation below 10 W and extending the detector lifetime. Even though the German parti-
cipation in the WSO-UV mission was canceled in 2013, the detector development at the IAAT
1Astronomical Institute Tu¨bingen; today: IAAT – Institute for Astronomy und Astrophysics Tu¨bingen
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was continued with the same requirements, since these arose from constraints that are generic
for the application in spaceborne UV instruments.
3.2 Microchannel Plate Detectors
MCPs have been used in a wider range of particle and photon detection problems than perhaps
any other detector type (Fraser, 1989). The technology can be applied for the detection and high
resolution imaging of particles, e.g. protons, ions, electrons, and neutrons, as well as photons
from the optical band up to X-ray energies. MCP detectors are counting devices that are not
providing energy information. For UV spectroscopy usually dispersive optics are connected to
a position sensitive MCP detector. In the following, the principle of MCP based UV detectors
is explained and the specific innovations in the detector design under development at the IAAT
are highlighted.
3.2.1 Photon Detection Principle
The principle of a position sensitive MCP UV detector is illustrated in Fig. 3.1. The photon
detection process can be separated in four steps:
1. The conversion process, in which an incident UV photon generates with a certain prob-
ability a photoelectron (PE) that exits the photocathode. The probability for this initial
process determines primarily the quantum efficiency (QE) of the detector. Since it depends
on the material and the wavelength, the bandpass in which the detector is sensitive can be
chosen via the selection of the photocathode material. Particularly, detectors for the UV
can be made solar-blind, i.e. insensitive to visible light. This simplifies the development of
connected instruments such as spectrographs, since visible stray light does not affect the
signal-to-noise ratio.
2. The multiplication of the PE in a stack of MCPs. An illustration is shown in Fig. 3.2.
An MCP is a glass plate in which microscopic channels are etched to form a dense array
of parallel oriented miniature electron multipliers (Wiza, 1979). The channels are coated
with a semiconducting material, which acts as voltage divider and continuous dynode.
The channel diameter ultimately limits the position resolution of an MCP detector. While
MCPs with 4µm channels are available, typically channels with 10µm or even larger
diameters are used because of the considerably larger open area. The gain depends on the
8
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Figure 3.1: Principle of a position sensitive MCP detector for photon detection. A UV photon that hits
the photocathode can produce a photoelectron (PE). If this electron exits the photocathode,
it is accelerated towards a stack of MCPs. The MCPs multiply the initial PE with a typical
gain of 105–107 (cf. Fig. 3.2). The exiting electron cloud is detected on a position sensitive
anode. The charge signals from the anode are digitized in the readout electronics and the
centroid is determined which corresponds to the position of the initial photon.
length-to-diameter ratio of the channels (typical around 80:1) and the applied high voltage
(HV). The maximal gain of a single MCP is about 104, while a stack of two MCPs can
reach 107.
3. The detection of the charge cloud exiting the MCPs. Various types of position sensitive
anodes exist, which code the position of the charge cloud either in the charge distribution
on different electrodes (wedge-and-strip, resistive, or cross-strip anode) or in the time-of-
arrival difference of signals at the two ends of an electrode (delay-line anode). Since each
type has a different electrode capacitance, the choice of the anode determines the amount
of charge that is required to achieve a certain position resolution and, therefore, defines
the needed operational gain of the MCPs.
4. The processing of the charge signals in the readout electronics. Each channel has to be
equipped with a charge-sensitive preamplifier, a shaper, and an analog-to-digital converter
(ADC). Some systems multiplex several channels onto one ADC. A trigger signal can be
9







Figure 3.2: Cross-section of a stack of two MCPs. A high voltage of the order of 1 kV per MCP is applied.
If a photon or charged particle hits a channel, secondary electrons are produced. These are
accelerated in the electric field, generate additional electrons when impacting on the channel
wall, and thus form a charge avalanche. The channels are slightly inclined to maximize
the impact probability and to prevent feedback from positive ions that are generated when
electrons collide with residual gas atoms or molecules.
generated within this chain, digitally, or from the HV of the MCPs. The initial photon
position is determined by calculating the centroid of the charge cloud and output together
with a timestamp. The complexity and power dissipation of the readout electronics depend
primarily on the number of input channels and are influenced by the type of anode.
MCPs can only be operated under vacuum conditions, where the mean free path of electrons is
large compared to the typical distances in the detector, otherwise the accelerated electrons ionize
large amounts of gas molecules and the high current destroys the channel walls. Furthermore,
most photocathode materials are hygroscopic or degrade under exposure to oxygen. These
constraints make basically two types of detector configurations possible: the open-face and the
sealed-tube type. An open-face detector can only be operated inside a vacuum chamber or in
space. It uses an opaque photocathode, which is deposited directly onto the first MCP. For far-
UV wavelengths below about 102 nm, for which no transparent window material exists, only this
type is feasible. The drawback is the need for a shutter to transport and handle such a detector
under atmospheric conditions. The alternative are sealed-tube detectors with an entrance window
that is transparent for UV radiation, e.g. quartz or MgF2. A semitransparent photocathode can
be coated on the inner side of the window. The QE of semitransparent photocathodes depends
strongly on the thickness: if the layer is too thin, it absorbs only a small portion of the incoming
10
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photons. On the other hand, a layer that is too thick suppresses the exiting of the generated
PEs. In order to balance both effects, the thickness has to be within a small margin. In principle,
the combination of a semitransparent cathode on the window and an opaque cathode on the
first MCP should be feasible to maximize the QE.
3.2.2 Developments and Innovations
A comprehensive description of the sealed-tube MCP detector under development is given in
Diebold et al. (2013b) (cf. Sec. 5.1). The detector design comprises two main innovations
for a spaceborne UV detector: a GaN photocathode and a cross-strip anode (CSA). Cesium
activated GaN promises a superior QE in the whole UV band compared to state-of-the-art
materials such as CsTe for the near-UV and CsI for the far-UV (Siegmund et al., 2008; Dabiran
et al., 2009). However, the reproducible production of highly efficient semitransparent GaN on
MgF2 is difficult, thus the deposition of CsTe is also pursued simultaneously as an alternative
(Hermanutz et al., 2014).
The principle of a CSA (Tremsin et al., 2003; Vallerga et al., 2010) is explained in Fig. 3.3. Due
to the smaller electrodes of a CSA compared to other anode types, the capacitance is lower and,
therefore, a specific spatial resolution can be achieved with a smaller amount of charge, i.e. at
lower MCP gains. Since the aging of MCPs – a degradation of the gain due to changes of the
secondary emission coefficient of the channel walls as described in Wiza (1979) – is coupled to
the amount of extracted charge, a lower gain directly increases the lifetime. The main difficulty
of the implementation of a CSA in the detector for a UV instrument is the large number of
channels – 128 in the present design – combined with restrictions on the power dissipation of the
readout electronics as well as spatial constraints on the system. A possible solution was found in
the Beetle readout chip (Lo¨chner, 2006; Lo¨chner and Schmelling, n.d.), which had originally
been developed at the Max-Planck-Institute for Nuclear Physics in Heidelberg for the vertex
detector of the LHCb experiment at CERN (Volyanskyy, 2013). This chip features 128 input
channels, each equipped with a charge-sensitive preamplifier, a shaper, and a ring buffer. When
an event triggers the readout, a defined number of samples from the ring buffers are multiplexed
and output on one to four channels. The need of just one to four ADCs for 128 channels and
its low power dissipation make the Beetle an ideal candidate for the front-end electronics of a
CSA.
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Figure 3.3: Schematic diagram of a cross-strip anode. The bottom strips (red) code the position in x-
direction and the top strips (blue) the y-position. Top and bottom strips are separated by
an insulating layer (green). The bottom strips are wider than the top strips to achieve an
equal open area. The charge cloud from an MCP stack (grey) spreads over several strips in
both directions, which gives rise to a centroiding accuracy considerably smaller than the strip
pitch.
3.3 MCP Test Setup
An evaluation PCB (Printed Circuit Board) for the Beetle chip, on which ten channels of its
128 inputs are bonded, was included in a test bench for commissioning the chip. A specifically
developed ten channel charge injector provided input signals; a single ADC was used for the
readout (Pfeifer et al., 2014). Output waveforms obtained with this setup were published in
Diebold et al. (2013b) (cf. Sec. 5.1). The next step towards Beetle-based readout electronics
was the construction of an MCP test setup that is similar to the final detector configuration. The
designing and manufacturing of the test setup was a part of the present thesis. The intention
was to test the prototype electronics under realistic conditions with charge pulses from an MCP
stack. A CAD model of this setup had been included in Diebold et al. (2013b) (cf. Sec. 5.1),
an updated version is shown in Fig. 3.4. A quartz window allows to illuminate the setup with
a mercury lamp that emits strong lines in the UV down to 184.9 nm (Wilkinson and Andrew,
1963). A stack of two MCPs with 40 mm active diameter is used without a photocathode, since
the intrinsic conversion efficiency is sufficient for test purposes. Trigger rates up to several kHz
could be reached in this configuration. The anode is mounted on a shiftable holder to study
12
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tiltable EGP
MCP stack




Figure 3.4: CAD drawing of the MCP test setup developed as part of this thesis. The vacuum chamber
has a quartz window for UV illumination of the MCP stack by means of an external mercury
lamp. A position sensitive anode can be mounted on a shiftable holder and connected to the
inputs of a Beetle chip. Two 50-pin Sub-D feed-throughs are used for data signals; five SHV
(Save High Voltage) feed-throughs connect the MCP stack and the tiltable EGP (Electron
Generator MCP) via HV resistors mounted below.
how different distances to the MCPs influence the width of the charge cloud and to determine
the optimal distance to the cross-strip anode.
A tiltable mounting in front of the MCP stack is designed to hold an Electron Generator MCP
(EGP) with an active area of 60 mm. An EGP is a specially fabricated MCP that emits elec-
trons all-over its area when a high voltage is applied. The flux density is typically exceeding
10−10 A/cm2 with a uniformity ±10% (Photonis, 2009).
The conditioning of an MCP stack for the operation in a detector was not used up to now,
but first measurements with an ORFEUS wedge-and-strip anode were made inside the vacuum
13











data signals trigger signal
Figure 3.5: Picture of the fully assembled and equipped interior of the MCP test setup mounted on a
vacuum flange. The tiltable EGP on the left is in its upper position in front of the MCP stack.
An ORFEUS wedge-and-strip anode is mounted for first measurements; its four electrodes
are connected to a Beetle chip, which is mounted on a piggyback board. The HV cabling is
routed through ceramics tubes to avoid sparks. The lower Sub-D feed-through leads out the
data signals, while the upper one is used for the trigger signal, which is coupled out from the
MCP HV on a small dedicated board.
chamber. Fig. 3.5 gives an impression of the fully assembled and equipped MCP test setup that
is fixed on a vacuum flange. The measured data are included in Pfeifer (2014).
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4 Soft Proton Effects on Astronomical X-Ray
Instruments
4.1 Context of the Studies
Satellites are exposed to various kinds of particle radiation: protons and electrons that are
trapped in the Earth magnetic field, solar wind particles, and energetic particles of extrasolar
origin, the cosmic rays. The radiation environment of a specific mission, i.e. particle types and
spectra, depends strongly on the orbit and varies with the solar activity. The orbital dependence
is illustrated in Fig. 4.1 that shows the South Atlantic Anomaly (SAA) – a region where the inner
radiation belt reaches low altitudes due to the non-alignment of the rotation and the magnetic
axes of the Earth. For astronomical X-ray observatories proton radiation is usually the major
component to be assessed; its main effects on X-ray instruments are degradation of the detector
performance and contribution to the observational background.
Protons deposit energy via ionization, also referred to as electronic stopping or TID (Total
Ionizing Dose), and scattering on nuclei – nuclear stopping or NIEL (Non-Ionizing Energy Loss),
which causes a displacement of lattice atoms and, therefore, creates vacancies. The plots in
Fig. 4.2 show the range of protons in silicon and the contributions of ionization and nuclear
stopping to the total stopping power. Protons with energies below 8 MeV are stopped within
500 µm of silicon, the maximum thickness of silicon sensors for X-rays. Accordingly, for this
context the soft proton energy range is defined from a few keV up to several MeV. Soft protons are
potentially more harmful than energetic protons, since the energy deposition per unit length is
larger and the displacement damage is highly concentrated in a small volume around the stopping
point. X-ray sensors cannot be shielded efficiently against this radiation without sacrificing the
X-ray detection efficiency, particularly at low energies.
In silicon based X-ray sensors both interactions – ionization and nuclear stopping – can con-
tribute to a degradation of the detection performance (Spieler, 2005). Ionization in an insulating
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Figure 4.1: Map of the charged particle flux in about 580 km altitude measured by the SAAD (South
Atlantic Anomaly Detector) aboard the X-ray satellite ROSAT. The red region indicates
the SAA (South Atlantic Anomaly). The green bands at higher latitudes correspond to an
enhanced particle flux near the Earth’s auroral zones. (Courtesy of NASA/GSFC; Credit:
S. L. Snowden)
layer, e.g. the SiO2 surface passivation, can induce long lasting charges that distort the elec-
tric field in the detector. If positive holes drift to the Si-SiO2 interface, dangling bonds can
form at lattice mismatches or impurities, which increase the surface component of the leakage
current. However, the performance loss due to ionization is usually exceeded by defects and
vacancies created in the lattice structure of the silicon bulk, which increase the bulk leakage
current and induce charge traps (Diebold et al., 2013a). The latter is particularly an issue in
front-illuminated (FI) CCDs (Charge-Coupled Devices) that accumulate the charges produced
by photon interactions in potential minima close to the detector surface (cf. Fig. 4.3). If charges
are trapped during the readout shifting process, the energy of a photon event is underestimated
(CTI – charge transfer inefficiency), while the subsequent re-emission might increase the ap-
parent energy of another event. State-of-the-art back-illuminated CCDs are intrinsically more
robust against soft proton radiation because the charge is accumulated at the shielded back,
where the proton induced trap density is significantly lower (Diebold et al., 2014b).
A well-studied example of this kind of damage is the rapid CTI increase in the FI CCDs of the
ACIS (Advanced CCD Imaging Spectrometer) instrument on the Chandra X-Ray Observatory
(Weisskopf et al., 2003). The subsequent irradiation of a spare detector lead to the conclusion
that orbital protons in the energy range of 100–200 keV have induced the damage (Lo and Srour,
2003). Even though this potential risk was known prior to the launch of Chandra, the flux on
the detector had been underestimated in simulations due to the incorrect treatment of grazing
incidence proton scattering on the X-ray mirror (Dichter and Woolf, 2003). Measurements in
the low gain mode of the EPIC-pn (European Photon Imaging Camera) detector system aboard
XMM-Newton confirmed this result (Kendziorra et al., 2000).
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(b) Contribution of ionization (blue) and interaction
with nuclei (red) to the total proton stopping power in
silicon
Figure 4.2: Plots of NIST PSTAR (Proton Stopping And Range) data. The left plot shows the range of
protons in silicon, projected on the surface normal. The typical thickness of an X-ray detector
is around 500 µm, which corresponds to a proton energy of about 8 MeV (indicated by the
dashed lines). The plot on the right shows the contribution of ionization (blue) and scattering
on nuclei (red) to the total stopping power.
The second effect of protons on X-ray observatories is the generation of instrumental background,
either by direct interaction in the sensitive detector volume, eventually after previous energy loss
in filters, insensitive sensor top layers, or during scattering, or by the creation of fluorescence
lines in the surrounding material of the detector. While soft protons are the paramount contri-
bution to the direct background, protons up to the highest energies mainly create fluorescence
background. An accurate modeling of all background contributions is crucial to evaluate the
scientific performance, i.e. the signal-to-noise ratio, of an X-ray instrument and thus constrain-
ing the detection limit for faint sources. Such studies were performed for instance for the EPIC
detectors of XMM-Newton by using in-orbit data (Lumb et al., 2002; Kuntz and Snowden, 2008)
as well as simulations (Tenzer, 2008).
4.2 Soft Proton Irradiation
In the following, the setup for soft proton irradiation as reported in Diebold et al. (2013a) (cf.
Sec. 5.2) and Diebold et al. (2014a) (cf. Sec. 5.3) is concisely described and the irradiation
campaigns for two future satellite missions are summarized. Even though the second of these
missions, which is described in Section 4.2.3, is an Earth observation mission and not related to
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Figure 4.3: Principle of a front-illuminated CCD sensor. Each pixel is formed by three electrodes in a
row; SiO2 channel stops separate the rows. A negative voltage is applied to the back contact
to fully deplete the silicon bulk. In acquisition mode the electric potential Φ2 of the central
electrode of a pixel (green) is slightly positive with respect to the adjacent electrodes (red,
blue). The electron-hole pairs created by an X-ray photon interacting in the bulk are separated
by the electric field and the electrons accumulate below the closest central electrode. During
the readout the electrons are shifted sideways via an alternation of the potentials Φ1, Φ2,
and Φ3 to the respective anode. In that way, the charge signals of one row are subsequently
transferred to the readout electrode.
astronomy, it has been included in this thesis to highlight the possibility for further additional
applications of the developed setup.
4.2.1 Experimental Setup
The soft proton irradiation experiment has been set up at the Van de Graaff ion accelerator
facility of the Institute for Physics of the University of Tu¨bingen. A schematic diagram of the
irradiation setup is presented in Fig. 4.4. Key components are several micrometers thick metal
foils that degrade the energy of the proton beam from the accelerator and spatially widen the
beam. The latter is crucial for a uniform irradiation of large targets, because even though the
beam could also be widened via defocusing with the double quadrupole magnets installed at the
beam line, the flux distribution on the irradiation plane would not be reproducible. Up to four
18










































Figure 4.4: Schematic diagram of the irradiation setup. After passing through a pair of slits, a pinhole
aperture reduces the beam current and assures a well-defined beam spot on an energy degrader
foil. This metal foil with several micrometers thickness degrade and broaden the beam energy
and widen the beam spatially. In a chamber at the end of the beam line up to four detectors
surround the irradiation target to monitor the flux and the spectrum. (Diebold et al., 2013a)
different foils can be mounted on a linear manipulator, which allows changes without breaking
the beam line vacuum and thus enables a quasi-continuous successive irradiation at different
energies. The combinations of initial beam energy and foil material and thickness to achieve a
required energy and flux distribution have been simulated by means of the TRIM1 tool (Ziegler
et al., 2010). Simulation results for reasonable combinations and a comparison to simulations
with the Geant42 toolkit (Agostinelli et al., 2003) as well as to measurements are included in
Diebold et al. (2013a). A tail to lower energies in the measured spectra has been attributed to
scattering at the inner walls of the beam line and to slit scattering in the pinhole and in the
detector apertures. The former fraction could be efficiently reduced by installing two circular
apertures downstream of the degrader foil. The issue of slit scattering in small circular apertures
is addressed in detail in Diebold et al. (2014a), where Monte Carlo simulations by means of the
Geant4 toolkit to find an optimized aperture design are reported.
Silicon surface barrier (SSB) detectors are placed around the target to monitor the flux and the
spectrum before and during irradiation. The flux uniformity has been determined prior to any
irradiation by measuring with the SSB detectors at different positions on the target plane. A
1TRansport of Ions in Matter – http://srim.org/
2http://geant4.cern.ch/
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key feature of the setup is a high flux uniformity over a large area. A typical distribution for an
energy-foil combination that has been used for a detector irradiation and is presented in Diebold
et al. (2013a) shows less than 3% variation over an area of 8 × 8 cm2. The independent moni-
toring system allows early radiation hardness tests of X-ray detector prototypes when readout
electronics are not yet available, as well as the irradiation of passive satellite components that
are potentially vulnerable to soft proton radiation.
4.2.2 Irradiation of LOFT Detector Prototypes
The Large Observatory For x-ray Timing3 (LOFT ) (Feroci et al., 2014) was one of five candidates
considered for the M3 mission of the Cosmic Vision program of the ESA. The design concept
of the satellite is shown in Fig. 4.5. Since it had not been selected as the final M3 mission,
it participates again in the competition for the M4 launch opportunity. LOFT features two
instruments: the Large Area Detector (LAD) (Zane et al., 2014) with an unprecedented effective
area of the order of 10 m2 at 8 keV and the Wide Field Monitor (WFM ) (Brandt et al., 2014)
which covers simultaneously one third of the sky accessible to the LAD. Both instruments will
use Silicon Drift Detectors (SDDs) (Rachevski et al., 2014), because these are available with a
large geometric area of about 70 cm2 and offer the unique combination of an excellent spectral
resolution below 260 keV Full-Width at Half Maximum (FWHM), a short collection time of the
order of 5 µs, and a small area-to-mass ratio of about 1 kg/m2 (Del Monte et al., 2014a; Kushpil
et al., 2006).
The principle of an SDD is shown in Fig. 4.6. A high voltage is applied to the cathodes via a
voltage divider to deplete the n-silicon bulk and to generate a drift field with a large gradient
of about 350 kV/cm. If an X-ray photon interacts via the photoelectric or the Compton effect
in the depleted n-silicon bulk, electron-hole-pairs are generated. The holes drift slowly to the
cathodes and are absorbed, whereas the electrons follow the electric field in the silicon bulk to the
segmented anodes. The connected readout electronics – charge preamplifier, shaping electronics,
and ADCs – determine the total charge as a measure for the deposited photon energy and the
charge distribution on the anodes. The latter is used to calculate the position of the X-ray
interaction. While centroiding yields the position in the direction along the anodes, the width
of the charge distribution is a coarse measure for the distance to the anodes. The accuracy
of the latter is depending on the anode pitch, which is 970 µm for the LAD and 145µm for
the WFM SDDs (Del Monte et al., 2014b). The coded-mask principle of the WFM requires a
3http://www.isdc.unige.ch/loft/
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Figure 4.5: Design concept of the LOFT satellite. (Courtesy of the LOFT consortium)
two dimensional position resolution, while for collimating instruments such as the LAD position
sensitivity is in principle not necessary.
The baseline orbit for LOFT is an equatorial low Earth orbit with an altitude of 550 km, for
which the model of Petrov et al. (2009) for quasi-trapped proton fluxes can be used to estimate
the soft proton fluence. Two SDD prototypes have been irradiated at the accelerator facility in
Tu¨bingen in two campaigns in 2012. The procedure and the applied energies and fluences of both
campaigns are reported in Diebold et al. (2013a). However, a thorough long-term measurement
of the radiation effects, particularly the time evolution of the leakage current, and the analysis
of the results were not finished at the time of publication. A comprehensive analysis is still in
progress and the topic of a forthcoming article. Some results for one of the sensor prototypes
were published in Del Monte et al. (2014a) and are reprinted in Fig. 4.7. The measured increase
of the leakage current was more than a factor of three smaller than predicted by the empirical
formula of Segneri et al. (2009) and the annealing process, which was followed for about 117
days, progressed at a considerably lower rate than predicted by the model of Moll et al. (2002).
The reasons for this discrepancies are unresolved up to now; the second irradiated sensor showed
a similar result. However, the test results yield the prospect of a tolerable impact of the orbital
soft proton radiation on the energy resolution of the LOFT silicon sensors during the mission
lifetime. In order to mitigate radiation effects, the sensors are operated at a temperature below
-10 °C (Del Monte et al., 2014b).
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Figure 4.6: Principle of an SDD. A high voltage, applied to the cathodes via a voltage divider, depletes
the n-silicon bulk and generates a drift field with a large gradient of about 350 kV/cm. X-ray
photons that interact in the depleted region create electron-hole-pairs. While the positive
holes are absorbed at the cathodes, the electrons drift in the central bulk region to the anodes
at the edge of the sensor, which are connected to the readout electronics.
4.2.3 Irradiation of Coated Optics for ADM-Aeolus
ADM-Aeolus4 (Atmospheric Dynamics Mission) (Stoffelen et al., 2005) is a planned Earth obser-
vation satellite within the Living Planet program of the ESA. The launch is currently scheduled
for 2015. Fig. 4.8 shows an artist’s impression of the satellite in its designated sun-synchronous
near-polar orbit with 408 km altitude and an inclination of 97°. The payload is a direct detec-
tion Doppler wind lidar (Aladin – Atmospheric LAser Doppler INstrument), which will be used
to measure wind profiles and to map atmospheric circulations. This instrument comprises a
powerful infrared laser, an optical system with non-linear components to shift the wavelength
into the near-UV, and a telescope for the detection of the scattered photons.
A critical part of the mission are the windows of the laser system, since these are exposed to high
(soft) proton fluxes, particularly during transits of the SAA (cf. Fig. 4.1). In order to assess
potential degradations of the optical properties of the fused-silica windows and, in particular,
of the high-reflective (HR) and anti-reflective (AR) coatings during the mission time of three
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(b) Ratio measurement to prediction
Figure 4.7: Time evolution of the leakage current of a LOFT SDD prototype after soft proton irradiation.
In the left panel the measured leakage currents (data points, connected by straight lines) are
compared with the prediction (dashed line) according to the models of Segneri et al. (2009)
and Moll et al. (2002). The ratio between the measured data and the prediction is shown in
the right plot. (Del Monte et al., 2014a, replotted)
2013. The orbital fluences have been estimated by means of the web-based SPENVIS5 software
package. The nominal and the applied fluences for the chosen proton energies of 150 keV and
1.4 MeV are listed in Tab. 4.1. Three fields of 6 × 6 cm2 have been irradiated on an HR and
an AR coated window sample with 50.8 mm diameter, respectively. Impressions of the shiftable
aluminum aperture to define the fields and a mounted optics sample surrounded by the monitor
detectors are presented in Fig. 4.9.
The properties of the irradiated samples have been investigated with laser induced damage (LID)
tests at the Institute of Technical Physics of the DLR6 in Stuttgart. These measurements yielded
no significant difference between the irradiated and the shielded areas on both samples. However,
since the latency between the irradiation and the LID tests was of the order of several weeks,
annealing effects could account for the absence of damages. A second irradiation campaign,
at which higher proton fluences are applied and the damage is measured quickly after the
irradiation, is under consideration.
5Space Environment Information System – https://www.spenvis.oma.be
6German Aerospace Center (German: Deutsches Zentrum fu¨r Luft- und Raumfahrt)
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Figure 4.8: Artists impression of the ADM-Aeolus satellite in orbit. (Courtesy of ESA)
Table 4.1: Nominal and applied soft proton fluences Φnom and Φapp on HR and AR coated optics samples
for the ADM-Aeolus mission.
Beam energy Φnom Φapp,HR Φapp,AR
(keV) (cm2) (cm2) (cm2)
150 3.4 · 1010 3.5 · 1010 3.4 · 1010
150 1.7 · 1011 1.7 · 1011 1.7 · 1011
1400 7.5 · 108 9.9 · 108 7.4 · 108
(a) Optics irradiation setup (b) Mounted optics sample
Figure 4.9: Pictures of the irradiation setup for the ADM-Aeolus coated optics samples. On the left
picture the target chamber with the shiftable aperture to define the square irradiation fields
is shown. A mounted sample surrounded by two monitor detectors is visible on the right
picture.
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4.3 Grazing Angle Soft Proton Scattering on X-Ray Mirrors
In this section, the experimental setup for grazing incidence proton scattering is described and
measurements with samples of mirror shells for eROSITA are summarized. A brief introduction
to the eROSITA instrument is included as well as a discussion of the measurement results. Test
measurements that have been acquired during the setting up of the experiment are included in
Diebold et al. (2014a) (cf. Sec. 5.3), preliminary scattering results have been reported in Diebold
et al. (2014b), while a comprehensive description of the experiment along with the results of a
full set of measurements can be found in Diebold et al. (2015) (cf. Sec. 5.4).
4.3.1 Focusing X-Ray Optics
The concept of focusing X-rays via two successive grazing incidence reflections goes back to
Wolter (1952) and was initially proposed for microscopy. The principle of the Wolter type-I
combination of a paraboloid and a hyperboloid mirror, which is usually realized or at least
approximated in modern X-ray telescopes, is shown in Fig. 4.10. In order to enlarge the effective
area several mirror shells with different diameters and the same focal length are nested in dense
assemblies – from four shells of highest quality in the Chandra X-ray Observatory optics up to
more than 100 in the NuSTAR hard X-ray telescope (Madsen et al., 2014). Fig. 4.11 shows a
fully assembled X-ray mirror module of the eROSITA instrument (cf. Sec. 4.3.3).
As stated in Sec. 4.1, the focusing efficiency of the Wolter-type optics for soft protons was under-
estimated before the described degradation of the FI CCDs of the Chandra X-ray Observatory
was discovered. After this discovery but prior to the launch of XMM-Newton, grazing incidence
soft proton scattering measurements on samples of its mirrors and gratings were performed at
the Cambridge Accelerator for Materials Science at the Harvard University. The results were
reported in Rasmussen et al. (1999) and compared to Geant4 simulations in Nartallo et al.
(2000). Due to the pressure of time the measurements covered only the small part of the pa-
rameter space essential for a rough assessment of the proton flux on the XMM-Newton cameras.
Therefore, a new experimental setup to extend the energy range and the angular coverage as
well as for tests of new mirror materials and coatings was demanded.
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Figure 4.10: Sketch of the course of beam through Wolter type-I optics. The radiation entering from the
right (red lines) is reflected twice: first on the parabolic part of the mirror (blue) to the focal
point F1 and secondly at the hyperbolic part (green) to F2.
Figure 4.11: Pictures of a fully assembled X-ray mirror module of the eROSITA instrument (cf.
Sec. 4.3.3). It consists of 54 nested Wolter type-I shells. The left picture shows the paraboloid
entrance side; the hyperboloid exit side is displayed on the right. (Burwitz et al., 2014)
4.3.2 Experimental Setup
The soft proton scattering experiment is basically an upgrade of the irradiation setup described
in Sec. 4.2. A schematic diagram of the modified setup is presented in Fig. 4.12. Downstream
of the pinhole aperture and the degrader foil a collimator has been installed. The apertures
are designed according to the optimized design in Diebold et al. (2014a) and have diameters of
1.0 mm at the entrance and 0.3 mm at the exit. The collimator directs a part of the widened
beam from the foil on the target that is mounted on a tiltable table. The tilt angle of the target
26





































0.8 m ~1 m
scattering targeton tiltable table
Figure 4.12: Schematic diagram of the grazing angle scattering setup. Two slits are used to verify the
alignment of the proton beam with the setup. A pinhole aperture reduces the beam current
and ensures a well-defined beam spot on the metal degrader foil. This foil spatially widens
the beam to provide flux to the monitor detectors. A collimator focuses a part of the widened
beam on the target, which is mounted on a tiltable table to allow a change of the incidence
angle Ψ. The scattering angle Θ is defined via the position of the detector at the end of the
beam line. (Diebold et al., 2015)
table defines the incidence angle Ψ with a precision of about 0.01°. The scattered protons are
measured via a shiftable SSB detector at the end of the beam line. Scattering angles Θ up to
4.5° are currently possible.
The challenge of determining the scattering efficiency, either absolute or relative, is the precise
measurement of the proton flux incident on the target. Since inevitable variations of the current
and direction of the beam lead to fluctuations of the incident flux, a monitoring system is crucial.
The solution has been found in the use of monitor detectors that are mounted peripheral at the
collimator entrance, where they are exposed to the widened beam behind the foil. The ratio of
flux on the monitor detectors to the flux incident on the target is constant for each combination
of beam energy and foil material and thickness. This ratio has been determined for all proton
energies that are used by determining the flux at the target with an SSB detector mounted
directly at the collimator exit as well as before and after measurements with the shiftable SSB
detector at Θ = 0◦.
The slits upstream of the setup and all apertures are aligned by means of a theodolite. While
Θ can be calculated from the known distance between target and detector and the shift of the
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Figure 4.13: Design study of the eROSITA instrument for the SRG satellite. The top view shows the
seven Wolter type-I mirror assemblies below the open lid. The plates on the sides of the
instrument are radiators connected to the seven CCD cameras that are visible in the bottom
view. (Courtesy of the Max Planck Institute for Extraterrestrial Physics)
detector with respect to the Θ = 0◦ position, Ψ is calibrated with a laser that can be inserted
in the beam line upstream of the collimator. The laser beam, aligned to the collimator axis,
is reflected on the target mirror and the position of the scattered beam is determined with the
shiftable SSB detector. The condition for specular reflection Ψ = Θ/2 is used for the calibration.
The laser is used as well for the fine adjustment of the orientation of the target mirror and the
position of the SSB detector.
4.3.3 eROSITA X-Ray Mirror Targets
eROSITA7 (extended ROentgen Survey Instrument with a Telescope Array) (Predehl et al.,
2014) will be the main instrument of the Russian SRG (Spectrum-Roentgen-Gamma) mission
which is scheduled for a launch in 2016. The satellite will operate in an orbit around the
Lagrangian point L2 of the Earth-Sun-system to perform an all-sky survey in X-rays up to
10 keV. eROSITA features seven Wolter type-I telescopes, each consisting of 54 nested mirror
shells (cf. Fig. 4.11). Fig. 4.13 gives an impression of the instrument design.
7http://www.mpe.mpg.de/eROSITA
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The targets for the scattering measurements reported in Diebold et al. (2015) were two samples
of 10 cm and 12 cm length that were cut from an eROSITA spare mirror shell. Three proton
energies were selected for the measurements to cover the range of interest in which an enhanced
scattering efficiency was reported: 250 keV, 500 keV, and 1 MeV. Despite the fact that energies
down to a few keV would be of interest, particularly for the analysis of direct proton background
in astronomical observations, the currently used SSB detector has a lower threshold of about
100 keV. The sets of measurements cover incidence Ψ angles from 0.3° up to 1.2° and scattering
angles Θ in the range of 0.5° to 4.1°. Ψ < Θ combinations for which the detector is obscured by
the mirror were not measured.
4.3.4 Discussion of the Experimental Results
For all measured combinations of proton energy, incidence angle, and scattering angle both the
scattering efficiency and the most probable energy loss have been determined. The differential
scattering efficiency is given as the ratio of detected protons to the number of incident protons
and normalized to the solid angle covered by the detector. This value is independent of the
dimensions of the experimental setup and, therefore, suitable for a comparison to other experi-
ments and simulations. Since the beam after the degrader foils is not monoenergetic any more,
the most probable energy loss has been determined by fitting incident and scattered spectra
with Gaussians and calculating the shift of the peak. All experimental results are plotted in
Diebold et al. (2015); examples of the measured scattering efficiencies and the energy loss are
presented in Figs. 4.14 and 4.15.
A comparison of the present efficiency results to the data in Rasmussen et al. (1999) obtained
with an XMM-Newton mirror sample revealed significant discrepancies for the higher energies,
at which the present efficiencies are up to a factor of four larger. However, only six data points of
the previous measurement are available and have been considered. The discrepancy might – at
least partially – be accounted to the different methods to determine the incident flux. In the
former setup, the target current was integrated and converted to the number of elementary
charges. This number was taken as the number of incident protons, which rises two possible
error sources: first, only absorbed protons are counted, which only yields a good approximation
if the integral scattering efficiency is large, and second, the impacting beam on the target releases
secondary electrons – so-called delta-electrons. While the first issue leads to an overestimation
of the scattering efficiency, the increase of the measured current by the second effect yields
an apparently lower efficiency. The strengths of both issues depend on the beam energy and
could not be measured in the former experiment. Future studies of these issues are planned
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Figure 4.14: Scattering efficiency results for a proton energy of 500 keV. The values are normalized to
the solid angle of the detector. The given errors account for counting statistics as well as
uncertainties of the solid angle and the incidence and scattering angles. The individual
data points for each incidence angle are connected by straight lines. The dashed lines are
calculated by means of the Firsov description. (Diebold et al., 2015)
with the present setup. Therefore, the insulation of the target and the installation of a delta-
electron repulsion grid are intended. These improvements cannot just be used to determine the
strength of the mentioned effects, even more they might allow to estimate the integral scattering
efficiency.
Furthermore, the measured data has been compared to TRIM simulations (cf. Fig. 4.16). The
simulations give for all parameters lower efficiencies than experimentally measured. While the
agreement at larger scattering angles is still reasonable, either within the errors or at most up to
10% off, the deviations towards low scattering angles are increasing and reach up to a magnitude
difference. This is pronounced for lower energies and for larger incidence angles. The comparison
yields the individual parameter thresholds at which the simulation stops to be reliable. For a
further evaluation of the TRIM accuracy, measurements of the off-axis flux are planned, for
which at least one additional detector will be mounted laterally offset with respect to the main
detector.
The theoretical description of the distribution of scattering angles as function of the incidence
angle by Firsov (1967) was proposed as model for proton scattering in X-ray mirrors and imple-
mented in Geant4 by Lei et al. (2004). The integral scattering efficiency, which is needed to
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Figure 4.15: Most probable energy loss for a proton energy of 500 keV. The values have been calculated
by subtracting the mean energy of the scattered spectra from the incident energy. All these
values have been obtained by Gaussian fits to the main peak of the spectra. The individual
data points for each incidence angle are connected by straight lines. (Diebold et al., 2015)
calculate the differential efficiency for a certain scattering angle, is not measured in the current
experimental setup. Therefore, to allow a comparison, the integral of the theoretical curve for
each measured incidence angle was normalized on the integral of the data, which was obtained
by linearly interpolating between the data points. As shown in Fig. 4.14, within the errors,
the Firsov curves are a good approximation of the data, even though the measured efficiencies
decrease slightly steeper towards larger scattering angles.
The scattering description by Firsov uses the model of surface plasmons to derive the angular
distribution of ions scattered at glancing angles. The idea for plasmons – quantized “plasma”
excitations in a dense electron gas – leads back to Pines and Bohm (1952) and Bohm and Pines
(1953). Since the Firsov description does not consider energy loss, independent of the incident
energy a narrow Gaussian distributed around 3 keV was assumed in the Geant4 implementation
of Lei et al. (2004). This value originates from the scattering measurements on extensively
prepared planar aluminum samples reported in Winter et al. (1997). However, the presently
measured data show considerably larger energy losses that increase with the incident energy
and the scattering angle (cf. Fig 4.15). The discrepancy could be explained by the different
target materials and the different surface conditions.
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Figure 4.16: Scattering efficiency results of TRIM simulations, each with 10 million protons. Angular
cuts and an energy cut below 100 keV have been applied to match the acceptance angle and
the energy threshold of the detector in the experimental setup. The individual data points
of one parameter set are connected by straight lines. Included are the experimental data
points of the measurement sets that correspond best to the parameters of the simulations
(drawn in the respective color). (Diebold et al., 2015)
Furthermore, preliminary results reported in Diebold et al. (2014b) that were measured without
degrader foil indicated an increase of the scattered spectra just above the detection thresh-
old of 100 keV, but this finding is not significant and may be attributed to electronic noise.
Since the current setup cannot be used to study the efficiencies for the generation of direct
proton background on CCD detectors, future improvements are under discussion to exchange
the SSB detectors for a detection system with a considerably lower threshold, e.g. a CCD, a
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Abstract—The main instrument of the WSO-UV satellite covers
the wavelength range of 102 - 176 nm and 174 - 310 nm with two
high resolution echelle spectrographs. The essential requirements
for the associated detectors are high quantum efficiency, solar
blindness, and single photon detection. To achieve this, we
are developing microchannel plate (MCP) detectors in sealed
tubes. It is planned to use cesium activated gallium nitride
as semitransparent photocathode, a stack of two microchannel
plates in chevron configuration, and a 33 mm× 44 mm cross strip
anode with 64 horizontal and 64 vertical electrodes. This type of
anode requires a lower gain of the MCPs (≈ 106) compared to
other types of anodes. Therefore, it extends the expected lifetime
of the detectors to about five to ten years.
The challenge for the use of a cross strip anode onboard the
WSO-UV satellite is the combination of contradictory constraints
on the readout electronics: On the one hand it should be able
to handle a maximum count rate of 3 · 105 s−1 with a spatial
resolution better than 15 µm. On the other hand the power
consumption is limited to about 8 W. One feasible solution is
the so-called Beetle chip. This chip provides 128 input channels
with charge-sensitive preamplifiers and shapers. It stores the
sampled data temporarily in a ring buffer and multiplexes it
to four analogue readout channels. The output is then digitized
by four ADCs and processed in a radiation hard FPGA, which
also contains the space-wire interface to the satellite bus.
I. INTRODUCTION
A. WSO-UV Mission Overview
The World Space Observatory - Ultraviolet (WSO-UV)
[1] is an international astronomical observatory, designed to
provide future access to the 100 - 300 nm spectral range.
The importance of this mission gets obvious, regarding the
major impact UV observations have had on modern astronomy
together with the fact, that no other UV mission is planned
for the near future, i.e. the post-HST era.
WSO-UV is a multinational project under Russian leader-
ship with contributions from Spain and Ukraine. The Institute
for Astronomy and Astrophysics of the University of Tübingen
(IAAT) will provide detectors for this mission. In combination
with Radioastron and SpectrXG it is part of the Russian
Spectrum Series. All satellites of this series use the Russian
NAVIGATOR platform as satellite bus. The launch of WSO-
UV is scheduled for 2016 and the minimum mission time is
5 years.
The observing time will be divided into a Core Program
(CP), a Funding Bodies Program (FP), and Open Time (OT).
The main scientific goals of the CP will be the study of galaxy
formation to determine the diffuse baryonic content in the
Universe and its chemical evolution, physics of accretion and
outflow, and extrasolar planetary atmospheres and astrochem-
istry in the presence of strong UV radiation fields.
B. Instrumentation on WSO-UV
WSO-UV possesses a 1.7 m Ritchey-Chretien telescope
with 17 m focal length and a field of view of 30′. The required
pointing stability of about 0.1′′ will be achieved with three fine
guidance sensors.
The main focus of the mission is on spectroscopy. There-
fore, three spectrographs are mounted in the instrument com-
partment between mirror and satellite bus (cf. Fig. 1): two
high-resolution echelle spectrographs (ES) with a resolution
R ≈ 50000, VUVES for the VUV band (102 - 176 nm)
and UVES for the UV band (174 - 310 nm), along with a
low-resolution Long Slit Spectrograph (LSS, R ≈ 1000,
102 - 310 nm). The echelle spectrographs were developed in a
collaboration between IAAT and ISAS Institute for Analytical
Science, Berlin, under the name HIRDES (cf. Fig. 2) [2]. They
are specifically designed to be equipped with microchannel
plate (MCP) detectors. In addition to the spectrographs, an
imaging instrument, the Imaging and Slitless Spectroscopy
Instrument for Surveys (ISSIS) [3], is placed in the focal plane
of the telescope.
II. DETECTORS FOR WSO-UV
Both echelle spectrographs (VUVES and UVES) utilize two
redundant MCP detectors. The LSS is designed for the use
of two MCP detectors, one for the VUV and one for the UV
wavelength range.
A. Detector Requirements
The size of the echelle spectra at the detector surface
is 30 mm in main dispersion direction and 40 mm in cross
dispersion direction. Therefore, the active area for a circular
detector needs to be 50 mm in diameter. The minimal required


















Fig. 2. Optical layout of the two channels of HIRDES and the LSS. UV
photons enter the instruments through apertures in the focal plane. For the
UVES an echelle grating is combined with a prism, the VUVES uses a
combination of an echelle grating and a cross disperser. The LSS design shown
here is preliminary. All MCP detectors are mounted on the upper side close
to the optical bench.
distribute one optical resolution element on three electronic
pixels. Nevertheless, the goal is to achieve 15 µm. In this case,
the spectral resolution is only limited by the optics. In cross
dispersion direction the resolution has to be in the same order
of magnitude, but it is less critical.
Both echelle spectrographs are by design very efficient,
since they have a minimum number of optical elements and use
high reflective coatings. Therefore, the detectors must feature
a high quantum efficiency to obtain spectra of faint stars in an
acceptable time frame. A critical issue in this context is solar
blindness of the detectors, otherwise the background caused
by straylight is defining the lower limit of the count rate, and
sets a lower threshold for the faintness of possible sources.
Furthermore, single photon detection is required to compensate
for the jitter of the spacecraft during a long time exposure. A
slit monitor records the precise position of the spacecraft. This
UV photon
Window (MgF2 or Al3O2)
Photocathode (GaN(Cs) or CsI)
MCP stack in chevron config.
Position sensitive anode
e-
~ 106 e-Charge cloud
Photoelectron
Fig. 3. Principle of a semitransparent UV MCP detector
information combined with a timestamp for each event gives
the possibility to rearrange the photons afterwards and correct
the blurring effect.
The detectors have to be capable of handling a maximum
count rate of 3 · 105 s−1. This requirement rather aims at a short
detector dead time, than at observing bright objects which
will induce such high rates. A neutral density filter has been
foreseen for the observation of bright sources.
There are two additional requirements which come into
conflict with the ones named before: a long detector lifetime
and a low power dissipation. A lifetime of at least 5 years,
more likely 10 years, is necessary for achieving the planned
mission lifetime. The degradation rate of MCPs is depending
on the extracted charge, and therefore, assuming a constant
count rate, on the gain [4], [5]. From this it follows that the
detector design has to ensure that the needed gain to achieve
the required resolution has to be as low as possible [6].
The power dissipation of a single detector including the
front-end electronics is limited to 8 - 10 W. This value arises
from the limit which was set on thermal distortions of the
spectrograph structure. This constraint makes it difficult to
develop front-end electronics for the position sensitive anode
we would like to use (cross strip anode, cf. II-B3), which in
turn would help to operate the detector with low gain.
B. Detector Concept
To be able to fulfill the previously mentioned requirements,
some improvements and further developments of existing UV
MCP detectors have to be made. Two photocathode modes
are possible for MCP detectors. For the opaque mode the
photocathode is deposited on the upper side of the first MCP.
Detectors of this type are referred to as open face detectors
because they have no entrance window. MCP detectors in
which the photocathode is coated on the inner side of a
UV transparent window (so-called semitransparent mode) are
sealed tube detectors. The functional principle of this kind of
detectors is illustrated in Fig. 3. A cross-sectional view of our
detector design is presented in Fig. 4.
1) Photocathode: To achieve a high quantum efficiency,
the proper material and a high quality of the photocathode are
crucial. As gallium nitride (GaN) seems to be very promising
for this application [7], we develop in collaboration with the
Karlsruhe Institute of Technology (KIT) a semitransparent
Fig. 4. CAD drawing of our detector design in cross-sectional view. The
tube diameter is about 8 cm with a diameter of the active area of 5 cm. The
gap between photocathode and MCP stack is minimized to a few hundred
micrometers and the distance between MCP stack and anode is less than 1 cm.
Two MCPs with a thickness of about half a millimeter are placed directly on
top of each other.
cesium activated GaN photocathode. For the UV band detector
a thin layer of poly-crystaline GaN will be coated on a quartz
or sapphire window. We study the possibility of using the same
type of GaN photocathode for the vacuum-UV wavelength
range, too. In this case a magnesium diflouride substrate
is necessary because this material is transparent down to
about 110 nm. Therefore, the lower wavelength limit would
be increased by some nanometers but the gain in quantum
efficiency and the advantage of having just one detector design
compensate for this disadvantage. Another option which would
cover the whole VUV band is to coat cesium iodide in opaque
mode directly on the first MCP. This is not possible for GaN
because the growing temperature for this material (> 350 ◦C)
exceeds the maximum temperature MCPs can tolerate.
First GaN samples have been produced in Karlsruhe, suc-
cessfully transported under high vacuum conditions to Tübin-
gen, and activated with cesium [8]. Currently our collaboration
partners in Karlsruhe work on an improved doping of the sam-
ples, while we build a setup to measure the quantum efficiency
(QE) and compare it to a calibrated NIST photodiode to get
the absolute QE.
2) MCPs: Photoelectrons from the photocathode are ac-
celerated by a high voltage towards the MCP stack. Across
the MCPs, porous glass plates with microscopic channels and
a high resistive surface, a voltage of about 1 kV per MCP
is applied. When an electron impinges on a channel wall
it creates secondary electrons that are again accelerated. In
this way a charge avalanche forms. Our detectors will have a
chevron stack of two MCPs with an active diameter of 50 mm.
The gain of the MCPs is adjustable via the applied high
voltage. We aim at reducing it as much as possible without
degrading the spatial resolution.
3) Anode: The use of a cross strip (XS) anode [9] is
planned for the detection of the charge cloud from the MCPs.
This type of anode reduces the required gain compared to
formerly used wedge-and-strip anodes, resistive anodes, and
delay-line anodes [10]. The size of the XS anode will be
33 mm by 44 mm. This is slightly larger than the echelle
spectrum to avoid edge effects. On this rectangular area a grid
of 64 horizontal and 64 vertical electrodes is arranged, all
isolated and with about equal uncovered surface (cf. Fig. 5).
The manufacturing of the XS anode is done in an industrial
process similar to the production of hybrid circuit boards
Fig. 5. CAD drawing of the XS anode. The electrodes of the bottom
layer are about twice as wide as the ones on top to get approximately the
same uncovered surface. The top and bottom electrodes are seperated by an
insulating layer.
printed on ceramics. There will be a gap between the MCP
stack and the XS anode to allow the charge cloud to spread.
This is crucial for the use of this type of anode, as a calculation
of the charge cloud center is only possible if the charge is
distributed in each direction on three or more strips. The goal
is to achieve a subsampling factor of 32. In this case the
resolution would be 2048 by 2048 pixels, which corresponds
to a pixel size of about 15 µm by 20 µm.
The challenge for the use of a XS anode is the fact, that
128 charge preamplifiers, shapers, and ADCs are needed for
the readout. This is not possible on a satellite. The required
space would be large, the power consumption and dissipation
would exceed the requirements, and a system with this level
of complexity is fault-prone. Additionaly the resolution would
depend strongly on the precise equalization of all channels.
To solve all these problems we study the use of a 128 channel
preamplifier ASIC, the Beetle chip.
III. BEETLE CHIP
The Beetle chip was developed by the Max-Planck-Institute
for Nuclear Physics in Heidelberg as a multi-purpose readout
chip for the LHCb experiment at CERN, Geneva [11], [12].
This chip is not yet space qualified but it has been sucessfully
tested for radiation hardness up to 130 Mrad total dose.
A. Functionality and Performance
The chip has 128 input channels, each equipped with a
charge sensitive preamplifier and a pulse shaper (CR-RC).
After this first stage the pulses are sampled and temporarily
stored in an analogue pipeline which acts as a ring buffer. This
pipeline is implemented as a switched capacitor array with 187
storage cells. The nominal sampling rate is equal to the clock
rate of the chip. The nominal operating clock frequency of
the Beetle is 40 MHz but it was successfully tested for stable
operation in the range 20 - 100 MHz.
Two modes are possible to trigger a readout, internal or
external. To provide the possibility of internal triggering the
Beetle chip has a comparator stage in between the shaper and
the pipeline.
To reduce the complexity and the number of ADCs, the
Beetle chip multiplexes 32, 64, or all 128 channels on one
output channel. This is done by serializing the analogue
data. For the readout of the XS anode the 32 to 1 mode
will be used. The readout time is 900 ns for an operating
frequency of 40 MHz. This time includes a 100 ns analogue
header which contains operational parameters of the chip. In
this configuration four ADCs are sufficient to digitize the
differential current signal output.
The peaking time of the Beetle chip can be adjusted in some
range and is also depending on the input capacitance Cinp.
Using the nominal front-end settings the minimal peaking
time is 21.0 ± 0.5 ns with a rise time of 12.5 ± 0.3 ns for
Cinp = 3.0 pF. Values for higher input capacitances and
the pulse shapes of the Beetle front-end can be found in
[12]. The equivalent noise charge is approximately 550 e− +
50 e−/pF ·Cinp.
The power consumption of the Beetle chip is 5.21 ±
0.04mW/ch at a clock rate of 40 MHz and without using
the internal trigger. Therefore, the total power dissipation
falls short of 0.7 W. Combined with the possibility of using
only four ADCs this leads to an economic readout with low
power dissipation. In addition we study the possibility for
our application to run the Beetle chip with a lower than the
nominal clock rate.
The chip has a small digital part which holds a bidirectional
I2C-interface. This interface is used to set the control registers
of the chip and read operation parameters.
B. Detector Readout Scheme
In Fig. 6 a process chart of the detector readout scheme is
shown. The Beetle continuously samples the values at the 128
inputs and holds them temporarily in the storage pipeline. A
readout will be triggered internally or, more likely, externally
by monitoring the current at the output of the high voltage
supply. When a photoelectron is multiplied by the MCPs, the
output current increases. After a trigger occurred five samples
before and five samples after the event are output and digitized
by four low power ADCs.
The digital data are processed in a radiation hard FPGA.
Its main task is to calculate the x- and y-position of the
center of the charge cloud, attach the total charge of the event
and a timestamp. After the calculation, these four values per
event are sent to the Instrument Control Unit via a space-wire
interface. The FPGA also controls the Beetle chip via I2C.
C. Laboratory Tests
To test the applicability of the Beetle chip for our detector
front-end electronics we got several chip samples, one of them
on a so-called Beetle daughter board. This board, which was
also developed and built by the MPI for Nuclear Physics,
Heidelberg, can hold two Beetle chips. It provides a fan-in
to bond and connect up to 12 input channels.
(128 channels)
BeetleHybrid-Board
charge pre-amps & shapersstorage pipelinemultiplexing to 4 outputs
Space-wire interface
FPGA-Board







Fig. 6. Detector readout scheme
Fig. 7. Pulser test setup
We developed a simple mother board on which the daughter
board can be stacked and connected to a pulse generator.
This pulse generator, based on a FPGA and controlled via
USB from a PC, was specifically designed for testing the
Beetle chip. It simulates the signals we expect from the XS
anode. This test setup (cf. Fig. 7) gave us the possibility to
study the behaviour of the chip, e.g. systematic offsets and
gain differences of different channels. Analog output signals
from the Beetle output channels 1 and 4 are shown in Fig. 8
(input channels 1 to 32, signal on 18 and 20) and Fig. 9
(input channels 97 to 128, signal on 119 and 127). The Beetle
was operated with 20 MHz for this measurement. One can
clearly see the fixed offset pattern on channel 4 that is not
present on channel 1. This is characteristic for the Beetle
version 1.3. A migration to chip version 1.5, in which this
effect is minimized, is planned for the near future. Up to
now all measurements show good agreement with the chip
specifications and give us confidence that the Beetle chip can
be used for the readout of a XS anode.
Currently we set up a vacuum chamber for the scrubbing
and burn-in of MCPs (cf. Fig. 10). For the burn-in procedure
a special electron generator MCP (EGP) is used. This EGP
provides a homogeneous electron current when high voltage
is applied. To check the MCPs between burn-in steps a mecha-
nism tilts the EGP so that the MCPs can be illuminated through
a quartz window. In this configuration the setup can be used
to test the XS anode together with the front-end electronics
under realistic conditions. A mask with tiny structures placed
in front of the MCPs will give us the possibility to check the






















time since trigger (µs)
Fig. 8. Output channel 1 (input channels 1 to 32) of the Beetle chip. Input
from the pulser on channels 18 and 20. The frequent large pulses mark the
beginning of a readout cycle, in which one storage cell of each of the 32
channels is output. Beetle clock frequency was 20 MHz, therefore a readout
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Fig. 9. Output channel 4 (input channels 97 to 128) of the Beetle chip.
Input from the pulser on channels 119 and 127. Parameters are the same as
in Fig. 8. The fixed offset pattern on this output channel is characteristic for
the Beetle version 1.3. For the final readout version 1.5 will be used.
IV. CONCLUSION
Up to now all our measurements in combination with
the published data of the Beetle chip are promising for its
applicability in the front-end electronics for the readout of the
XS anode of our UV MCP detectors. The next step is to test
the chip in a simplified version of the front-end electronics in
our MCP test setup with a wedge-and-strip-anode (WSA). As
soon as we have a XS anode available, we will proceed this
study with an advanced version of the front-end electronics.
This will give us then a reliable value of the spatial resolution
we can achieve with our detector and electronics design.
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a b s t r a c t
Protons that are trapped in the Earth's magnetic ﬁeld are one of the main threats to astronomical X-ray
observatories. Soft protons, in the range from tens of keV up to a few MeV, impinging on silicon X-ray
detectors can lead to a signiﬁcant degradation of the detector performance. Especially in low earth orbits
an enhancement of the soft proton ﬂux has been found. A setup to irradiate detectors with soft protons
has been constructed at the Van-de-Graaff accelerator of the Physikalisches Institut of the University of
Tübingen. Key advantages are a high ﬂux uniformity over a large area, to enable irradiations of large
detectors, and a monitoring system for the applied ﬂuence, the beam uniformity, and the spectrum, that
allows testing of detector prototypes in early development phases, when readout electronics are not yet
available.
Two irradiation campaigns have been performed so far with this setup. The irradiated detectors are
silicon drift detectors, designated for the use on-board the LOFT space mission.
This paper gives a description of the experimental setup and the associated monitoring system.
& 2013 Elsevier B.V. All rights reserved.
1. Introduction
Protons impinging on solid-state detectors on-board astronom-
ical X-ray observatories pose a severe threat and can degrade the
X-ray detection performance or even lead to a detector failure [1].
Soft protons in the energy range 0.1–1 MeV are stopped near the
detector surface, where they produce ionization, and, in particular,
displacement damage. They are potentially more harmful than
energetic particles, which are not stopped inside the detector,
because the deposited energy is larger, and the radiation effects
are concentrated in a small volume around the stopping point.
Ionization near the detector surface generates electron–hole-
pairs in the ﬁeld oxide (SiO2). Some of the holes drift towards the
SiO2/Si interface, where they create silicon dangling bonds. This
leads to an increase of the surface component of the leakage
current, whereas lattice defects increase the bulk leakage current.
Consequences are a degradation of the energy resolution, and an
enlarged charge transfer inefﬁciency (CTI) in front-illuminated
CCDs (charge coupled devices). One well-studied example is the
sudden increase in the CTI of the Chandra ACIS front-illuminated
CCDs during the ﬁrst month of operation [2].
High proton ﬂuxes occur during the passage through the Van
Allen radiation belts and in near-equatorial low earth orbits, where
protons are trapped in the geomagnetic ﬁeld. X-ray detectors can
easily be reached by soft protons through collimator holes and the
openings of coded-masks. In X-ray observatories that use Wolter
type optics, soft protons are funneled through the X-ray mirror
shells and focused onto the detectors in the focal plane [1,3].
To study the effect of soft proton radiation on a particular
detector, and to estimate the performance degradation during the
mission, irradiation setups at accelerator facilities are necessary.
The usual procedure is the evaluation of the total ionizing dose
(TID) and the non-ionizing energy loss (NIEL) that will occur
during the mission, e.g. by performing a Monte Carlo simulation
with the expected orbital ﬂuence and spectral distribution. TID
and NIEL are then reproduced in the laboratory with one or two
proton energies and the representative ﬂuence. An experimentally
more complicated but physically straightforward approach is an
irradiation with a reproduction of the orbit spectrum by compos-
ing it successively from several Gaussian spectra.
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Both procedures are possible with the setup presented in this
paper, even though the composition of the orbit spectrum could
be problematic for high ﬂuences due to annealing of the damages
during the irradiation. Annealing is a thermal rearrangement
process of lattice atoms, and can restore the detector performance
up to the initial values. Since radiation damages anneal much
faster at room temperature than at the typical operating tempera-
tures of X-ray detectors (∼−20 1C), this effect has to be considered.
In this contribution we discuss a setup for the irradiation of X-
ray detectors with soft protons that has been constructed at the
Van-de-Graaff accelerator facility of the Physikalisches Institut of
the University of Tübingen. In particular, this setup is designed to
reproduce the soft proton spectrum below 1 MeV in low earth
orbits (cf. Section 2). Section 3 brieﬂy introduces the accelerator
facility and gives a description of the experimental setup. Details
of the monitoring system are presented in Section 4. Up to now,
the setup has been used in two irradiation campaigns to test the
changes in the surface leakage current of a prototype of the silicon
drift detector (SDD) for the LOFT (Large Observatory For x-ray
Timing) [4] space mission (cf. Section 5).
2. Soft proton ﬂux in low earth orbit
A ﬂux enhancement of soft protons has been found in the near-
equatorial region at altitudes up to ∼1300 km. These soft protons
could evolve via a double charge-exchange mechanism from the
interaction of energetic protons with neutral atoms in the upper
atmosphere (thermo- or exosphere) [5]. A number of consistent
measurements of this phenomenon show proton energies from
∼10 keV to several MeV (cf. Fig. 1). A combined analysis of these
measurements is described in [6]. It is proposed that two para-
meter sets, for quiet and disturbed conditions of the geomagnetic
ﬁeld, ﬁt the experimental data best. The reported ﬂux has been
used to determine the dimensions of the irradiation setup, so that
the ﬂuence for a typical ﬁve year space mission can be applied in a
reasonable time between some minutes and a few hours.
3. Irradiation setup
3.1. Accelerator facility
The irradiation setup has been constructed at the accelerator
facility of the Physikalisches Institut of the University of Tübingen.
The accelerator is a single ended 3 MV Van de Graaff (HVEC Model
KN), that can provide light ion beams with energies ranging from
∼700 keV to currently 2.4 MeV. The reduced upper limit, compared
to the design voltage, is due to an insufﬁcient portion of sulfur
hexaﬂuoride (SF6) in the protective gas, resulting in a lowered
dielectric strength. It is planned for the near future to increase the
portion of SF6, so that 3 MeV can be reached. The lower limit of the
beam current is of the order of a microampere.
The terminal voltage is measured with a generating voltmeter
[7]. The calibration of this voltmeter has been conﬁrmed by
measuring the γ rate of the reaction 27Alðp; γÞ28Si, which has a
sharp resonance in the cross-section at 992 keV, with a NaI(Tl)
detector [8].
Four different gases are available for the ion source: hydrogen,
deuterium, helium, and 13C-enriched CO2. The radio-frequency
plasma source ionizes the selected gas only to the charge state 1+.
If hydrogen is ionized, an equilibrium between protons and H2+
arises. An analyzing magnet with a deﬂection angle of 951 allows
to select the desired ions. By splitting H2+ with a thin foil or on the
target, protons with half the nominal energy are obtained [9] (the
same applies for deuterium). As H2+ and deuterons have the same
charge-to-mass ratio, a momentum separation in the analyzing
magnet is not possible, and therefore, the molecular hydrogen
beam is contaminated with ∼1% deuterons. For this reason, the
use of a proton beam is favored and metal energy degrader foils
are used to lower the proton energy appropriately.
Several combinations of rotary vane pumps and turbomolecu-
lar pumps are distributed along the beam line to reach a pressure
in the 10−6 mbar regime. This low pressure is especially necessary
to avoid coating of the degrader foils with carbon during long
duration irradiations, as the residual gas contains a certain amount
of hydrocarbons. These molecules are cracked by the proton beam
and free carbon is produced, that is then deposited on all surfaces,
including the metal foils. Although the growth rate is small, the
carbon layer alters the transmission properties of the foil and
should be avoided. A beam stopper and a vacuum shutter in front
of the foils give access to the experimental setup without venting
the whole beam line, which would require a shut down of the
accelerator. It takes about 1 h to re-establish the vacuum in the
experimental setup.
3.2. Experimental setup
The facility possesses six beam lines; number 3 is currently
used for the irradiation setup. The beam line, including the
position and opening of the slits and the position of the detector
chamber, has been aligned with a theodolite. The beam can be
bent and shifted in parallel with various dipole magnets and
focused with two double quadrupoles.
A schematic of the irradiation setup is presented in Fig. 2, and
the actual implementation at the accelerator facility is shown in
Fig. 3. First of all, the incoming proton beam passes through two
slits. These slits are rectangular apertures, consisting of four
isolated parts. From each of these parts a current signal can be
tapped, which is used to align the beam position by comparing the
signals from opposite slit parts. A straight beam in the center of
the beam line is obtained if all opposite currents of the two slits
are equal. The openings have been adjusted to ∼4 4 mm2 (ﬁrst




































Fig. 1. The energy spectrum of protons in the near-equatorial region according to
the data of several experiments [6]. The measured spectrum was ﬁtted using
parameter sets for periods of quiet (solid line) and disturbed (dashed line)
geomagnetic activity.
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A pinhole aperture with a circular opening assures a well
deﬁned beam spot on the degrader foil, and further reduces the
beam current. Tests have shown that for low ﬂuxes
(103–5 105 cm−2 s−1) an aperture with 0.1 mm is suitable. If
ﬂuxes of more than ∼5 105 cm−2 s−1 are required, the diameter
must be enlarged accordingly. The aperture is made of copper,
isolated from the beam line, and electrically connected to a
vacuum feed-through, so that the current on the aperture can be
monitored. The pinhole has a 451-chamfer on the downstream
(detector chamber) side to minimize the probability of small angle
scattering inside the aperture, which would introduce a beam
component with lower energy.
3.3. Degrader foils
Thin metal foils with some micrometer thickness degrade and
broaden the beam energy and widen the beam spatially. The
energetic and spatial broadening is due to straggling. Four differ-
ent foils can be ﬁxed on a holder. The holder itself is mounted on a
linear manipulator to allow a quick change of the foil without
breaking the vacuum, e.g. for an irradiation with different ener-
gies, or to compose a spectrum similar to the in-orbit spectrum.
For the selection of foil material, foil thickness, and beam
energy to obtain a certain proton spectrum and spatial distribu-
tion, simulations with the TRIM1 Monte Carlo code (part of the
SRIM2 package [10]) have been carried out. The TRIM output lists
energy and exit angle with respect to the foil normal for each
transmitted proton. A software toolchain for the analysis of the
simulations has been implemented. Since only protons with an
exit angle of ≤1:81 can directly reach the detector chamber, an
angular cut is applied to the simulation data. Without this cut the
spectra are shifted to lower energies because of the contribution of
protons which have been undergoing a larger energy transfer. The
distribution of exit angles is used to estimate the ﬂux uniformity in
the detector chamber. As a consistency check, some of the foil–
beam energy combinations have been simulated also by means of
the Geant4 framework [11], using the Livermore low energy
electromagnetic physics list. The deviation in the mean energy is
for most parameter combinations within 10% of the TRIM output,
and therefore within the expected accuracy. An interesting ﬁnding
is that Geant4 systematically produces a lower mean energy and a
Fig. 2. Schematic of the irradiation setup.
Fig. 3. Picture of the irradiation setup. The beam is coming in from the left where the last dipole magnet is visible. The black bar in the center is the linear manipulator on
which the holder for the degrader foils is mounted. The detector chamber is located 2.4 m downstream of the degrader foils, on the far right of the picture. The D-shaped
chamber in the background (beam line 2) has been used for calibrating the monitor detectors and for measuring foil thicknesses.
1 Transport and Range of Ions in Matter.
2 Stopping and Range of Ions in Matter.
S. Diebold et al. / Nuclear Instruments and Methods in Physics Research A 721 (2013) 65–72 67
broader spectrum than TRIM, but both values lie within systematic
uncertainties of the detector calibration and foil thickness. A
selection of these simulation results is presented in Table 1. A
typical spectrum and angular distribution simulated with TRIM is
shown in Fig. 4.
If the mean energy of the transmitted protons is larger than
∼100 keV, the spectra are very close to Gaussian distributions,
independent of the foil parameters and the beam energy. For a
given foil the spread in energy and exit angle is maximal if the
beam energy is just above the transmission threshold, and
decreases steadily with increasing beam energy. Straggling effects
are larger in high-Z materials than in low-Z materials. This means
that spectra with similar spectral width and angular distribution
(ﬂux uniformity) but different mean energies can be obtained by
using low-Z materials for low proton energies and high-Z materi-
als for high proton energies.
The thicknesses of foils from two different manufacturers have
been measured by means of Rutherford Backscattering Spectro-
metry (RBS). A beam of monoenergetic protons is targeted on the
foil and two surface barrier detectors record the energy of back-
scattered protons. These detectors are placed at angles of 1501 and
1651 with respect to the incoming beam. If the beam energy is
sufﬁcient, e.g. ≳1800 keV for 6 μm Cu, the spectrum shows a box-
shaped feature, the so-called RBS box (cf. Fig. 5). The width of this
RBS box can be converted to the foil thickness. The signiﬁcance of
the method is dependent on the detector calibration and the
stopping power data for the foil material. The typical error is 2–5%.
The SIMNRA3 code has been used to analyze the RBS spectra [12].
Not only the thickness but also the surface roughness can be
determined with RBS by examining the slope of the low energy
edge of the RBS box. This edge is always less steep than the high
energy edge because of straggling, where a steeper slope indicates
a smoother surface. An example of the surface roughness devia-
tion between the two foil manufacturers is represented in the
backscattering spectra in Fig. 5. A foil with higher surface rough-
ness produces a broader spectrum for transmitted protons while
maintaining the same mean energy.
3.4. Measured proton spectrum
The beam line between the foils and the detector chamber has
a diameter of 10 cm. Since this setup is intended for the irradiation
of detectors larger than that, the last 1 m of the beam line has been
enlarged to 15 cm diameter. Test measurements have shown that
the Gaussian shape of the proton spectra, obtained from simula-
tions, is well reproduced except for a low energy tail (cf. Fig. 6(a)).
This tail arises because a fraction of protons with exit angles larger
than 1.81 are scattered from the inner walls of the beam line onto
the irradiation plane. They contribute with a fraction of up to 20%
to the spectrum measured in the detector chamber. As a
consequence, two 2 mm aluminum apertures are inserted
between the foils and the detector chamber, one with an opening
of 3.6 cm at a distance of 59 cm from the foils and a second one
with 8.4 cm diameter at 137 cm. These apertures deﬁne a cone
with an opening angle slightly smaller than the 3.61 deﬁned by the
beam line geometry. The fraction of protons with lower energies is
drastically reduced to about 4% (cf. Fig. 6(b)). Geant4 simulations
show that these 4% arise mostly from the pinhole and the detector
aperture (cf. Section 4).
4. Beam monitoring
Up to four silicon surface barrier (SSB) detectors can be used to
monitor the proton ﬂux and spectrum, and for the measurement
of the beam uniformity. Copper apertures deﬁne the effective area
of each detector. An aluminum board on the backside of the
detector chamber provides various mounting possibilities: either
peripheral to monitor the ﬂuence during an irradiation, or at the
position of the detector (before an irradiation) to determine the
offset from the center and to obtain a beam uniformity map (cf.
Fig. 7). In order to correct for dead-time effects of the data
acquisition, a pulser signal is added to the signals of the monitor
detectors and, simultaneously, given on a separate scaler. The
acquisition efﬁciency is obtained by comparing the number of
counts from the pulser in the spectra of the monitor detectors to
the scaler value.
Since a perfect reproduction of the beam properties is very
challenging, it is crucial to measure the actual proton ﬂux just
before an irradiation. If necessary, the beam intensity can be
adjusted by changing the extraction voltage of the ion source or
by (de-) focusing the beam. In order to shield the test detector
during this measurement, a 2 mm thick aluminum plate can be
placed in front with a rotation manipulator, leaving just the
monitor detectors exposed to the beam.
4.1. Flux monitoring and homogeneity
The most critical parameter for a precise ﬂux measurement is
the determination of the openings of the copper apertures in front
of the monitor detectors, since they deﬁne the effective detector
areas. The diameters have been measured by using an x–y-table
with μmposition accuracy and an attached microscope with cross
hairs. This method determines the effective area to about 2%,
which poses the limit on the precision of an absolute ﬂux
measurement.
For the measurement of the beam uniformity the 2% precision
would only yield an upper limit, since for most useful combina-
tions of foil parameters and beam energy the predicted non-
uniformity from TRIM simulations is also of the order of a few
percent. Signiﬁcant measurements become possible by comparing
the effective areas of the different detectors. This has been
achieved by measuring the rate on two detectors, which are
mounted symmetrical to the beam line center, then exchanging
the positions and measuring the rate again. The error of this
method has been determined to be about 0.3% by repeating some
of the measurements.
During a homogeneity measurement the positions of two
detectors are altered while two detectors remain at ﬁxed posi-
tions. The rates of the moved detectors are then normalized to the
mean rate of the ﬁxed ones, to address the problem of ﬂuctuations
in the beam current. As an example, a homogeneity map for a
beam energy of 2.3 MeV and an 18 μm copper foil is shown in
Fig. 8. The ﬂux deviation over an area of 88 cm2 is less than 3%.
Such a high uniformity over this large area is a real advantage of
the presented setup.
Table 1
Selection of typical simulation results for energy degrader foils, obtained with TRIM
and Geant4. The values for mean energy and FWHM are derived from ﬁtting the











1010 6 μm Cu 208 71 181 89
2300 18 μm Cu 820 115 781 130
1010 12 μm Al 308 54 290 68
1010 14 μm Al 120 75 116 111
3 SIMulation code for Nuclear Reaction Analysis.
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4.2. Spectrum monitoring
In order to reduce the dependence on simulations for the
applied proton spectra the monitor detectors have been energy
calibrated. Since SSBs have an insensitive layer on the front for the
electric contact, a calibration with an alpha source, e.g. 5.5 MeV
alphas from 241Am, could not be downscaled to the energy range
of interest. The lowest proton energy available from the accel-
erator is 350 keV if a molecular hydrogen beam is used, but the
beam current is by far too large to point it directly on a SSB.
The only reasonable possibility for a calibration is the use of
backscattered protons from known targets. For this purpose, the SSBs
have been mounted in the D-shaped chamber at beam line 2 that has
been used for the RBS measurements (cf. Fig. 3). The electronics
conﬁguration including all cabling remains the same as in the
irradiation setup. The only difference is the use of a different vacuum
feed-through, which could introduce a slight change in the capaci-
tance between detector and preampliﬁer. One by one the SSBs have
been calibrated with four different known targets. 13C, aluminum,
copper, and gold targets are easily available and cover a wide energy
range of backscattered protons without the need for changing the
beam energy (cf. Table 2). To determine the ADC channel-to-energy
mapping, the positions of the high energy edges of the spectra are
used. An example of the calibration is presented in Fig. 9.
A consistency check has been performed by measuring the
proton spectrum in the irradiation setup with four detectors that
have been calibrated with this method. The largest energy offset
between two detectors is less than 12 keV. This indicates an
accuracy of the calibration that is more than suitable for the
measurement of energy spectra for irradiation purposes.
5. Irradiation of SDDs for LOFT
The described setup has been used so far for two irradiation
campaigns, in which prototypes of the detectors that will be used
on-board LOFT have been tested for radiation hardness. In the
following, a brief introduction of the LOFT project is given and the
approach for the irradiation campaigns is presented.
5.1. LOFT mission overview
LOFT is a newly proposed space mission, which was recently
selected by ESA as one of ﬁve candidates for the M3 mission of the
Cosmic Vision program. These ﬁve mission concepts compete for a
launch opportunity in the early 2020s. The scientiﬁc focus of LOFT
is to answer fundamental questions about the motion of matter
orbiting close to the event horizon of a black hole and the state of
matter in neutron stars [4].
The satellite will operate in a near-equatorial low Earth orbit
(∼600 km altitude, o51 inclination). It will be equipped with two
scientiﬁc instruments: the Large Area Detector (LAD) [14] and the
Wide Field Monitor (WFM) [15]. The LAD covers a geometric area of
∼18 m2 that leads to an unprecedented effective area of ∼10 m2 at
8 keV X-ray energy. The narrow ﬁeld-of-view (FOV) of o11 is
deﬁned by novel microcapillary plate X-ray collimators. Comple-
mentary to the LAD is the WFM, a coded mask instrument with a
large FOV that covers about 1/3 of the sky. Its main purpose is to
provide sources for the LAD and to catch transient and bursting
events.
Both instruments use the same solid-state detector, a slightly
modiﬁed version of the Silicon Drift Detector (SDD), which was
originally developed for ALICE at the LHC at CERN and is now
implemented in its inner tracking system [13]. This detector offers
a small mass-per-area ratio (∼1 kg m−2) and an energy resolution
of 260 eV at 6 keV. For X-ray detection the thickness of
the sensitive layer has been increased from 300 μm to 450 μm.
The main difference between the LAD and the WFM SDDs is the
anode pitch (∼1 mm for the LAD, ∼0:15 mm for the WFM).
TRIM simulation
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Fig. 4. Results from a TRIM simulation with 1010 keV beam energy and a 6 μm Cu foil. An angular cut of 31 has been applied to the energy spectrum. The dotted line is a

















Fig. 5. RBS spectra of Cu foils with a nominal thickness of 6 μm from different
manufacturers. Beam energy 2.3 MeV, scattering angle 1501. The size of the RBS box
is a measure for the foil thickness. The slope of the low energy edge is dependent
on the surface roughness. A steeper edge indicates lower roughness.
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5.2. Irradiation campaigns
Up to now, two irradiation campaigns for LOFT SDD prototypes
have been carried out with the setup in Tübingen, the ﬁrst in June
2012, and the second in December 2012. The goal was to
determine the degradation of the energy resolution by soft
protons during the proposed mission time of 5 years. Further
irradiations with more energetic protons (∼50 MeV) have been
carried out at other facilities.
The irradiated SDDs have half the size of the ﬁnal version, and a
different anode pitch on each side. A picture of one of the detector
prototypes is shown in Fig. 10. During irradiation, a bias voltage of
30 V has been applied. The ﬂuence calculation takes into account
that the LAD and the WFM have different solid angles, and
different materials (optical ﬁlters, debris shields, etc.) are placed
in front of the detectors.
Since readout electronics are not available yet, the detector
characterization is limited to a measurement of the leakage
current before and after irradiation. Nevertheless, the combination
of the leakage current measurement and additional information,
which is gained from the measurement of test structures (gated
diodes and MOS capacitors) that are placed in the detector corners,
yields a well founded statement on the radiation hardness.
A publication that presents the results of the soft proton irradia-
tion campaigns together with the results of other irradiations is in
preparation. In the following Sections 5.2.1 and 5.2.2 the irradia-
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Fig. 6. Comparison of the spectrum with and without anti-scatter apertures. Both are measured with an 18 μm Cu foil. The beam energy is about 2.3 MeV, but slightly
different for the two measurements, resulting in a shift of the mean energy. The dotted lines represent TRIM simulations with appropriate energies. In the spectrum with
anti-scatter apertures the main peak shows an exponential decay at the low energy edge. This is due to forward scattering in the unsensitive top layers of the silicon surface
barrier detectors. It is present in the spectrumwithout anti-scatter apertures as well but barely visible. (a) Without anti-scatter apertures and (b) with anti-scatter apertures.
Fig. 7. Picture of the detector chamber (25 cm inside diameter) with four SSB
detectors at the peripheral monitor positions. Various mounting possibilities
around the center allow a measurement of the ﬂux uniformity and a determination
of the offset to the peripheral positions. Copper apertures deﬁne the effective areas
of the SSBs.
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Fig. 8. Measured ﬂux homogeneity map for 2.3 MeV beam energy and an 18 μm Cu






















Fig. 9. Calibration of one of the monitor detectors with 1651 backscattered protons
from 13C, Al, Cu, and Au targets. The beam energy is 908 keV. The parameters from
the linear ﬁt are used for the calibration of the spectra measured in the
irradiation setup.
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5.2.1. First preliminary irradiation campaign
In the ﬁrst campaign two proton energies were used:
300733 keV to maximize ionization in the insulating ﬁeld oxide
on the SDD surface, and ∼838752 keV, because it is the maximal
energy available for a uniform ﬂux distribution. The ﬂuence has
been applied in four steps with intermediate measurements of the
I –V -curves of the gated diodes, and leakage current measure-
ments before and after the entire irradiation. The ﬂuence for each
step is selected to reach a deﬁned NIEL for the WFM and the LAD:
in Step 1 half the NIEL expected for the LAD is reached, Step
2 increases the NIEL to the orbital value for the LAD, Step 3 reaches
approximately the orbital NIEL for the WFM, and ﬁnally Step
4 increases the NIEL to twice the orbital value for the WFM. The
irradiations were performed on three sequential days and the
irradiation durations for the individual steps ranged from several
seconds to more than 10 min. The nominal ﬂuences have been
calculated for slightly lower energies (208 keV and 820 keV) than
the ones applied. The nominal and the applied ﬂuences of each
step are listed in Table 3.
5.2.2. Second irradiation campaign
For the second campaign two SDD prototypes from different
development stages have been irradiated. Prototype 1 is the same
detector that has been used in the ﬁrst campaign. Meanwhile, the
induced radiation damages have annealed. The second SDD is the
latest prototype for LOFT. The irradiation procedure was simpliﬁed
compared to the ﬁrst campaign by using just one proton energy
(838753 keV) and applying the total ﬂuence in only one step.
Since the ﬂuence was calculated to induce ten times the orbital
WFM NIEL, the ﬂux has been increased as much as possible to
minimize the duration, and, therefore, avoid annealing effects
during the irradiation. Both detector prototypes have been irra-
diated on the same day and each irradiation took less than half an
hour. The nominal and applied ﬂuences for the two detectors are
given in Table 4.
6. Conclusions
A setup for the irradiation of solid-state detectors with soft protons
has been constructed at the accelerator facility of the University of
Tübingen. It has already proven its applicability for radiation hardness
tests of X-ray detectors for future space missions.
The monitoring system with silicon surface barrier detectors
enables the test of new detector prototypes under orbital radiation
conditions, even in early development phases when readout
electronics are not yet available. The applied methods for the
energy calibration and the determination of the effective areas of
the monitor detectors show consistent results. The contribution of
small angle scattered protons is effectively reduced with addi-
tional apertures. Another key advantage of the setup is the high
beam uniformity with a ﬂux deviation of less than 3% over an area
of 88 cm2. Therefore, the setup is especially suitable for the
irradiation of large detectors up to diameters of about 14 cm.
Two irradiation campaigns for the LOFT project have been
carried out so far, in which the desired ﬂuences have been reached
within a few percent. A publication that presents the results of
these campaigns together with the results of other irradiations of
LOFT detector prototypes is in preparation. Further applications of
the setup for LOFT detector prototypes are likely, and the setup is
available for the irradiation of other solid-state detectors as well, e.
g. the SVOM4 CCDs or the CdZnTe detectors that are intended for
the use on-board MIRAX.5
Underway is a modiﬁcation and extension of the irradiation
setup that will give the possibility to measure small angle reﬂection
rates of soft protons under grazing incidence. The scattering targets
will be X-ray mirror shells, like the ones used on eROSITA.6 The goal
is to achieve an energy and angular resolution that is sufﬁcient to
constrain the underlying physical process. The results will be
beneﬁcial for simulations of soft proton background and detector
damage on X-ray observatories with focusing Wolter-type optics.
Fig. 10. Picture of a LOFT detector prototype on a printed circuit board (PCB),
mounted in the irradiation chamber with four monitor detectors around. The
connectors on the upper part of the PCB have been used to bias the SDD and test
structures around the SDD during the irradiation.
Table 3
Nominal ﬂuences Φnom and applied ﬂuences Φapp of the four irradiation steps of the
ﬁrst irradiation campaign. The nominal ﬂuences are calculated for 208 keV and
820 keV, while during the irradiation 300 keV and 838 keV have been used. The
total nominal dose corresponds to 2.0 times the orbital NIEL for the WFM, and to











1 3.50106 3.38106 7.85105 9.53105
2 3.50106 3.44106 7.85105 6.51105
3 – – 2.40107 2.24107
4 1.10105 1.36105 4.28107 4.34107
Total 7.11106 6.96106 6.84107 6.74107
Table 4
Nominal ﬂuences Φnom and applied ﬂuences Φapp for the two SDD prototypes used
in the second irradiation campaign (Prototype 1 is the same detector that has been
used in the ﬁrst campaign). The nominal ﬂuences correspond to 10 times the
orbital NIEL expected for the WFM (74.5 times LAD).
SDD prototype Φnom;838 keV (cm





Values for the high energy edge of 1651 backscattered protons from different target
materials for 908 keV beam energy. Without changing the beam energy, a range of
more than 200 keV is covered.





4 Space-based multi-band astronomical Variable Objects Monitor.
5 Monitor e Imageador de RAios-X.
6 extended ROentgen Survey with an Imaging Telescope Array.
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Abstract—Orbital soft protons (from tens of keV to a
few MeV) can seriously degrade the performance of as-
tronomical X-ray detectors. An irradiation setup for large
detectors as well as passive satellite components has been
constructed at the accelerator facility of the University of
Tübingen. The experimental setup and recent applications
are briefly described. Simulations and measurements of an
improved aperture design are presented in detail.
Modifications of the irradiation setup to enable measure-
ments of the small angle scattering efficiency of Wolter-
type X-ray mirror shells are underway. Details of the
implementation and the current status are given.
I. INTRODUCTION
Protons impinging on solid-state detectors on-board
astronomical X-ray observatories pose a severe threat to
the detector quality, since they can degrade the X-ray
detection performance – e.g. energy resolution, position
resolution, and sensitivity – or even lead to a detector
failure. Soft protons in the energy range between tens of
keV and several MeV are potentially more harmful than
energetic minimal ionizing particles (MIPs), because
the energy deposition is larger and the damages are
concentrated in a small volume around the stopping point
[1]. A well-studied example of this kind of damage is the
sudden increase in the charge transfer inefficiency (CTI)
of the Chandra ACIS front-illuminated CCDs during the
first month of operation [2].
Low Earth orbits can provide efficient shielding from
energetic particles, as long as the inclination is small
enough (<5◦) to avoid the South Atlantic Anomaly
(SAA). Nevertheless, in these near-equatorial low Earth
orbits an enhancement of the soft proton component has
been reported [3].
Especially solid-state detectors of X-ray observatories
are vulnerable to this type of radiation, since they are
directly reachable through collimator holes and openings
of coded masks. Experimental tests are necessary to
study the effects of soft protons on X-ray detectors
for future missions, in order to find an optimized ra-
diation hard design and to estimate the performance
degradation throughout the mission duration. A setup
for such irradiations has been constructed at the Van-de-
Graaff accelerator facility of the University of Tübingen.
It provides a high flux uniformity over a large area,
and the monitoring system for the applied spectrum
and fluence allows tests of detector prototypes without
readout electronics, as well as irradiations of passive
satellite components.
Even in the case of X-ray observatories with focusing
Wolter-type optics, where the detectors are shielded
from direct radiation, a high flux of soft protons has
been observed at the focal plane [4]. Since multiple
Rutherford scattering cannot explain the measured rates
[5], different funneling mechanisms have been proposed
[6], [7] (chronology in [8]). Experimental studies are
rare and cover only a small part of the parameter
space (a few experimental results are reported in [9]).
Therefore, a modification of the irradiation setup is
underway to enable small angle scattering measurements
of soft protons under grazing incidence. It will be used
to test X-ray mirror shells for existing and future space
instruments. The goal is further to pinpoint the physical
process responsible for the enhanced funneling rates and
to provide input to tune simulation codes.
Section II briefly summarizes the irradiation setup
and its applications (more details in [10]). Section II-B
gives a detailed description of simulations to improve
the design of apertures with small openings <1 mm.
Recent modifications of this setup to enable small angle















































Fig. 1. Schematic of the irradiation setup. Two slits are used
to check the alignment of the incoming beam. A pinhole aperture
reduces the beam current before the beam is degraded and spatially
widened with thin metal foils. Peripheral mounted detectors monitor
fluence and spectrum at the irradiation plane. During flux adjustment
a shutter shields the central region while leaving the monitor detectors
uncovered.
II. SOFT PROTON IRRADIATION SETUP
A scheme of the irradiation setup is presented in
Fig. 1. The incoming beam from the accelerator passes
through two slits. Various dipole magnets allow bending
and parallel shifting of the beam, and by equalizing the
currents on opposite slit parts the beam can be centered
and aligned parallel to the beam line. A pinhole aperture
with a diameter of 0.1 mm reduces the beam current
to obtain fluxes in the range 103–5 · 105 cm-2s-1 on the
detector plane.
Irradiations can either be performed with quasi-
monoenergetic spectra, that produce the same NIEL
(non-ionizing energy loss) and TID (total ionizing dose)
as expected under orbital radiation conditions, or the
expected orbit spectrum can be composed by irradiating
with several Gaussian spectra in succession. Although
the latter method is physically straightforward, the long
irradiation durations (up to a few hours) can lead to
significant annealing of the introduced damages during
the irradiation.
A. Degrader Foils
Since 500 kV is currently the lowest stable terminal
voltage of the accelerator, degrader foils with a few
µm thickness reduce and broaden the beam energy, and
also widen the beam spatially. Four different foils can
be mounted on a linear manipulator, to allow a change
without breaking the vacuum.
TRIM [11] simulations are used to find appropriate
combinations of foil material, thickness, and beam en-
(a) (b)
beambeam
Fig. 2. Comparison of the former aperture design (a) to the improved
one (b), where the chamfer does not reach the upstream side. This
minimizes energy degradation since soft protons cannot penetrate
around the opening any more.
ergy to obtain a certain proton spectrum with a sufficient
flux uniformity across the irradiation plane. Highly uni-
form flux distributions can be achieved in the energy
range from below 100 keV to about 1 MeV. Irradiations
with higher energies are possible by sacrificing flux
uniformity.
Measured proton spectra after the foils are close to
Gaussian distributions, as expected from simulations. A
tail to lower energies that arises because of small angle
scattering at the inner walls of the beam line could be
efficiently reduced with two additional apertures. These
are mounted between the foils and the detector chamber,
and leave just a cone with an opening angle slightly
smaller than the 3.6◦ defined by the beam line geometry.
B. Aperture Design
Nevertheless, a small fraction of protons remains
shifted to lower energies. Monte Carlo simulations by
means of Geant4 [12] show, that this fraction arises
because protons penetrate the pinhole and detector aper-
tures close to the openings. This is possible because a
45◦-chamfer on the downstream side is milled through
the entire material thickness (cf. Fig. 2 (a)). The chamfer
effectively reduces slit scattering, but for small aperture
diameters of the order of 100 µm the size of the pene-
trable circular disc around the opening is comparable to
the open area. This leads to a considerable fraction of
additionally scattered, and thus degraded, protons (see
spectra in [10]).
An improved aperture design has been simulated, in
which the chamfer does not reach the upstream side but
stops 200 µm above (cf. Fig. 2 (b)). Fig. 3 shows simu-
lated proton and delta-electron tracks for 1000 incoming
1 MeV protons impinging on 100 µm apertures. It can
be seen that the improved design strongly reduces beam
widening, as well as the fraction of delta-electrons in
forward direction. In Fig. 4 the corresponding spectra are
presented, each obtained for 20,000 simulated protons
impinging on a circular area 200 µm in diameter and
centered on the aperture opening. The overall spectrum
is marked by black symbols. The dark gray bars indicate
the fractions of protons with an exit angle <3◦, while the
beam
(a) Former aperture design
beam
(b) Improved aperture design
Fig. 3. Visualization of Geant4 Monte Carlo simulations. 1000
1 MeV protons impinging on 100 µm apertures have been simulated.
The blue lines represent proton tracks, while the tracks of delta-
electrons are colored in red. The improved design strongly reduces
beam widening, as well as delta-electrons in forward direction.
light gray bars contain the remaining protons that have
been scattered to larger angles. The latter fraction can be
disregarded when considering the application as pinhole
aperture, because in that case these protons are absorbed
in the beam line and thus do not reach the irradiation
chamber. In general, the improved apertures considerably
reduce the fraction of degraded and deflected protons
compared to the former design.
An example of a spectrum measured with an im-
proved 100 µm pinhole is given in Fig. 5. The deviation
between measurement and TRIM simulation is almost
completely due to the finite energy resolution of the
detector (~15 keV FWHM). The improved apertures are
particularly important for the small angle scattering setup
described in Section III.
C. Beam Monitoring
A monitoring system for the applied fluence, the
flux uniformity, and the proton spectrum has been set
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(b) Improved aperture design
Fig. 4. Proton spectra from Geant4 Monte Carlo simulations. 20,000
1 MeV protons impinging on 100 µm apertures have been simulated.
The black symbols mark the overall spectra. The dark gray bars
indicate the fractions exiting in forward direction (<3◦), while the
light gray bars contain the remaining protons. The former aperture
design introduces additional beam degradation and widening, whereas
these effects are minimized in the improved design.
prototypes possible, for which readout electronics are not
yet available, as well as irradiations of passive satellite
components. Up to four silicon surface barrier (SSB)
detectors are used for the monitoring. The backside of
the detector chamber provides various mounting possi-
bilities for the SSBs, peripheral to monitor the fluence
during an irradiation, or around the center to measure the
flux uniformity and the offset between different positions
prior to an irradiation (cf. Fig. 6). A movable aluminum
plate shields the center of the irradiation chamber during


















Fig. 5. Measured proton spectrum. The mean energy of 282 keV
was achieved by degrading a 1055 keV proton beam with a 6 µm
copper foil. The dashed line represents a TRIM simulation. The small
deviation between measurement and simulation is mostly due to the
finite energy resolution of the detector.
1) Fluence monitoring and flux uniformity: The crit-
ical parameter for the precision of flux and fluence
measurements is the determination of the effective area
of the monitor detectors. The diameters of the apertures
have been measured by using an x-y-table with µm
position accuracy and a microscope with cross-hairs. An
accuracy of about 2% for the absolute effective area has
been reached. Thus, 2% is the limit for absolute fluence
determination. Relative flux measurements at different
positions across the irradiation plane showed deviations
as small as a few percent.
2) Spectrum monitoring: For the monitoring of the
applied spectra, an energy calibration of the SSBs is
necessary. This has been achieved by calibrating with
backscattered protons from known targets. The calibra-
tion of the beam energy has been checked before by
measuring the gamma rate around the sharp 992 keV
resonance of the reaction 27Al(p,γ)28Si. The largest
measured energy offset between two detectors in the
irradiation setup is 12 keV. The measured spectra of
degraded beams are consistent with simulations (cf.
Fig. 5).
D. Applications
1) LOFT SDD prototypes: LOFT (Large Observatory
For x-ray Timing) [13] is a proposed astronomical space
mission that is currently in the assessment phase. It
competes with four other projects for a launch oppor-
tunity in the early 2020s in the frame of ESA’s Cosmic
Vision program. It will be equipped with two scientific
Fig. 6. Picture of the detector chamber (25 cm diameter) during
the second irradiation campaign for LOFT SDD prototypes. An SDD
(7.2× 5.6 cm2) is fixed on a PCB and mounted in the center. Two SSB
detectors are mounted peripheral to monitor the applied spectrum and
fluence. Their effective areas are defined by copper apertures.
instruments, the Large Area Detector (LAD) [14] and
the Wide Field Monitor (WFM) [15]. Both will use
the same detector, a slightly modified version of the
Silicon Drift Detector (SDD) that is installed in the
inner tracking system of ALICE [16] at the LHC (Large
Hadron Collider).
The proposed orbit for LOFT is a near-equatorial
low Earth orbit (~600 km altitude, <5◦ inclination).
Therefore, the potential degradation of the SDDs by
soft protons has to be studied. In 2012 two irradiation
campaigns have been performed with SDD prototypes
for LOFT (cf. Fig. 6). Both campaigns were successful
and the desired fluences have been reached within the
accuracy of the monitoring.
2) ADM-Aeolus window coatings: The setup is cer-
tainly not limited to tests of X-ray detectors. ADM-
Aeolus (Atmospheric Dynamics Mission) [17] is a future
Earth observation mission within ESA’s Living Planet
program. Its objective is to acquire wind profiles on
a global scale using an active Doppler wind lidar in-
strument called ALADIN (Atmospheric LAser Doppler
INstrument).
Windows with special (anti-) reflective coatings are
developed for this mission to achieve optimal transmis-
sion and reflection efficiency. To determine the effect of
orbital soft protons on the properties of these coatings,
an irradiation campaign is scheduled for October 2013.
Intention of the test is to study the effect of protons that
































Fig. 7. Scheme of the small angle scattering setup. Components
left of the pinhole aperture are arranged in the same way as in
the irradiation setup (cf. Fig. 1). A collimator cuts out a part of
the widened beam in direction of the scattering target, which is
mounted on a tiltable table. To normalize the measured proton rates
to fluctuations in the beam current, two monitor detectors are placed
besides the collimator entrance.
Therefore, protons in the energy range 100–200 keV will
be applied.
III. SMALL ANGLE SCATTERING SETUP
The irradiation setup is currently modified to enable
rate and energy measurements of soft protons that are
scattered under grazing incidence at Wolter-type X-ray
mirror shells. The requirements for this experiment are
derived from Geant4 simulation results in [8]. Main
challenges are the adjustment of incident and scattering
angle with a precision <0.1◦ and the accurate determi-
nation of these angles, as well as the normalization of
the measured scattering rate to fluctuation of the beam
current.
A. Experiment Design
A scheme of the scattering setup is shown in Fig. 7, a
CAD model cross section in Fig. 8. Note that the beam
direction in the scheme is from left to right, while in the
cross section it is reversed.
The configuration upstream of the degrader foils is
the same as for the irradiation setup (cf. Fig. 1). Again,
thin foils degrade the beam energy and widen the
beam spatially. A collimator with a length of 80 cm
and openings smaller than 1 mm cuts out a part of the
widened beam in the direction of the scattering target.
The use of the improved aperture design described in
Section II-B is crucial for this application to obtain an
undisturbed narrow proton beam. Apertures around the
collimator openings shut the remaining space between
the collimator and the beam line. In the scattering
chamber, the target – e.g. an X-ray mirror shell – is
mounted on a tiltable table. The tilt angle of the table
Fig. 8. CAD drawing of the small angle scattering setup in cross
sectional view. Beam direction is from right to left. The degrader
foils are at the far right. The collimator with the monitor detectors
is installed in front of the scattering chamber that contains a tiltable
target table. A detector for the scattered protons is mounted at the
end of the beam line.
with respect to the collimator axis is adjustable via
a linear manipulator with 10 µm position accuracy. It
is also possible to remove the target completely from
the course of beam. An SSB detector to measure the
scattered protons is mounted on a similar manipulator at
the end of the beam line.
For the adjustment of the collimator openings in-line
with the pinhole aperture and the detector for scattered
protons a theodolite is used, which is positioned behind
the end of the beam line. A laser, inserted after the
degrader foils and shining through the collimator, is
used to determine the zero position and incident and
scattering angle. Visible light increases the noise of the
SSB detector. This increase can be quantized with an
RMS voltmeter. Since the high quality surface of X-ray
mirrors provides a good reflectivity for visible light, the
angles can be determined by measuring the position of
the reflected laser beam and combining the result with
geometrical measurements of the setup. An accuracy
and reproducibility of incident and scattering angle well
below 0.1◦ can be achieved.
Fluctuations in the beam current can be as large as
50%. These are due to the limited stability of the ion
source and the bending magnets and, in particular, to
a continuous spatial wobbling of the beam. To correct
for that, two additional detectors mounted besides the
collimator entry monitor the incoming beam. A cal-
ibration can be obtained by removing the target and
comparing the rates on the monitors with the rate in
forward direction. This method yields a considerable
advantage in determining the flux on the target to the
conventional method of removing the target and tapping
the electrical current from a Faraday cup every now and
then.
Fig. 9. Picture of the small angle scattering setup. The collimator
and all detectors are in place, just the tiltable target table remains to
be installed. The theodolite behind the end of the beam line is used
to align the beam line and the apertures.
Fig. 10. Picture of the inside of the detector chamber. An SSB
detector with a copper aperture is mounted on a linear manipulator.
B. Current Status
The actual implementation at the beam line is shown
in Figs. 9 and 10. The collimator with exchangeable
apertures and mountings for the monitor detectors is in
place and the target chamber is installed as well as all
detectors. The tiltable target table remains to be installed,
as well as guides to improve the horizontal position
stability of the detector for scattered protons.
Preliminary beam tests are very promising and show
that the mechanical adjustment by means of the theodo-
lite and the zero position determination with the laser
work well. Relatively large apertures with 1 mm diameter
detector position (mm)



















Fig. 11. Results of a preliminary beam test without a target. The
yield is normalized to the monitor detectors. The width of the peak of
~1 mm represents the diameters of collimator and detector apertures.
energy (ADC channel)





















Fig. 12. Spectrum measured during a preliminary beam test at the
77 mm position. The mean proton energy is ~350 keV. The steep rise
around ADC channel 400 is due to detector noise.
for the collimator and in front of the detectors have been
used. The result for protons with ~350 keV mean energy
(1030 keV beam energy, 12 µm aluminum degrader) are
shown in Fig. 11. The width of the peak of ~1 mm
represents the aperture diameters. Smaller apertures with
0.3 and 0.1 mm diameter are currently tested. Exemplar-
ily, the spectrum measured at the 77 mm position (cf.
Fig. 11) is presented in Fig. 12. The detector has not yet
been calibrated.
C. Prospects
First targets for the scattering experiment will be
parts of mirror shells for eROSITA (extended ROent-
gen Survey with an Imaging Telescope Array) [18].
eROSITA is the main instrument on the Russian SRG
mission (Spektrum-Roentgen-Gamma) and consists of
seven Wolter-I telescope modules, providing a total ef-
fective area of ~1500 cm2 at 1.5 keV photon energy.
IV. CONCLUSIONS
The setup for soft proton irradiations at the accelerator
facility of the University of Tübingen provides a high
flux uniformity of the order of 2% over an area of
8× 8 cm2. This makes it suitable for irradiations of large
format detectors up to 12 cm diameter. An independent
monitoring system allows early testing of new detector
prototypes, when readout electronics are not yet avail-
able, as well as irradiations of passive space components.
The setup has proven its applicability in two irradiation
campaigns for LOFT SDD prototypes. Tests of window
coatings for ADM-Aeolus are scheduled, and the setup
is available for further applications.
A considerable improvement in the aperture design
for small openings <1 mm has been achieved. Monte
Carlo simulations by means of Geant4 indicate a strong
reduction of beam degradation and deflection for the
new design. Measured proton spectra are now in best
agreement with TRIM simulations.
The construction of an experimental setup to measure
soft proton small angle scattering under grazing inci-
dence is almost finished. Preliminary measurements to
test the methods for alignment and flux normalization
show promising results. First application will be the
study of the small angle scattering efficiency of X-ray
mirror shells for eROSITA.
In addition to the proton experiments, a deuterium gas
target is currently tested and optimized at the same fa-
cility. It will be used to produce monoenergetic neutrons
of a few MeV via the d-d fusion reaction, in order to
study the neutron radiation hardness of silicon detectors
for accelerator experiments and space missions. In space
neutrons are produced by highly energetic cosmic rays
via spallation. An NE213 liquid scintillation detector, a
long counter, and activation foils are used to monitor flux
and applied fluence. The goal is to reach a neutron flux
>108 cm-2s-1.
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Abstract In-orbit experience has shown that soft protons are funneled more effi-
ciently through focusing Wolter-type optics of X-ray observatories than simulations
predicted. These protons can degrade the performance of solid-state X-ray detec-
tors and contribute to the instrumental background. Since laboratory measurements
of the scattering process are rare, an experiment for grazing angles has been set
up at the accelerator facility of the University of Tu¨bingen. Systematic measure-
ments at incidence angles ranging from 0.3◦ to 1.2◦ with proton energies around
250 keV, 500 keV, and 1MeV have been carried out. Parts of spare mirror shells of
the eROSITA (extended ROentgen Survey with an Imaging Telescope Array) instru-
ment have been used as scattering targets. This publication comprises a detailed
description of the setup, the calibration and normalization methods, and the scatter-
ing efficiency and energy loss results. A comparison of the results with a theoretical
scattering description and with simulations is included as well.
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1 Introduction
Astronomical X-ray satellites are exposed to various kinds of particle radia-
tion: trapped protons and electrons, solar wind particles, and energetic particles
of extrasolar origin. Although the radiation environment is highly variable and
depends strongly on the orbit, usually protons have the largest impact on the
mission. The effects of proton radiation on the performance of X-ray instru-
ments can be sub-divided into two classes: degradation of the detector perfor-
mance and contribution to the background of astronomical observations – either
via direct interaction with the detector, or, more likely, via the production of
secondary particles and fluorescence in the surroundings of the detector. There-
fore, detailed studies of the expected proton flux at the detector location enable
not only an assessment of possible radiation damages, moreover they are cru-
cial to evaluate the scientific performance of an instrument, i.e. the signal-to-noise
ratio.
Since irradiation tests of completely assembled X-ray instruments are hardly
feasible, Monte Carlo based radiation transport codes are used to simulate the inter-
actions of the orbital radiation with the spacecraft and the scientific instrumentation.
Nowadays most simulation codes and toolkits are evolved to such an extent that
uncertainties of the orbital radiation models tend to limit the accuracy. Nevertheless,
the treatment of soft proton scattering at grazing incidence angles, as it occurs for
Wolter-type focusing X-ray mirrors, is still a matter of discussion. The problem of
soft proton funneling has been discovered shortly after the launch of the Chandra
X-ray Observatory [1] in 1999, when a surprisingly rapid degradation of the front-
illuminated CCDs (charge coupled devices) of the ACIS instrument occurred [2].
Measurements with XMM-Newton [3], which was launched six months after Chan-
dra, showed a soft proton flux more than a factor of three larger than expected from
simulations [4]. In the following years, the scattering description for grazing angles
by Firsov [5], which is based on the surface plasmon model, has been implemented
in the GEANT4 toolkit1 [6] to solve the discrepancy [7]. Nevertheless, experimental
data with X-ray mirrors for validation are still rare. So far only one experiment, per-
formed at the accelerator facility of the Harvard University, has been measuring soft
proton scattering on X-ray mirrors [8, 9], but it was carried out under enormous time
pressure between the discovery of the Chandra incident and the launch of XMM-
Newton. Therefore, it covered only the parameter space that was relevant to assess
possible degradation of the XMM-Newton instruments.
Since the scattering of soft protons from the orbital environment is an issue for
future missions as well, the lack of experimental data has driven the construction of
a new setup to measure grazing angle scattering efficiencies of soft protons over a
wide range of parameters and, as a secondary goal, to determine the energy loss. It
is based on a previous irradiation setup [10] that has been used to study the effects
of soft proton radiation on detector prototypes for the LOFT (Large Observatory For
x-ray Timing) space mission [11]. The intention of the scattering measurements is,
1http://geant4.cern.ch
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on the one hand, to validate the application of the Firsov description to X-ray mirrors
as well as the use of the TRIM code2 [12] for this purpose and, on the other hand,
to generate input parameters for a ray tracing code currently under development to
simulate the propagation of soft protons through X-ray telescopes [13]. All results
presented within this publication have been obtained with parts of spare mirror shells
of the eROSITA (extended Roentgen Survey with an Imaging Telescope Array) instru-
ment [14]. eROSITA features seven Wolter type-I X-ray telescopes, each consisting
of 54 nested mirror shells. It is the main instrument of the SRG (Spectrum-Roentgen-
Gamma) satellite, which is scheduled for a launch in 2016 and will be placed in an
orbit around the Lagrangian point L2 of the Earth-Sun-system to perform an all-sky
survey. Since it will be the first X-ray telescope operating at L2, where the (soft) pro-
ton flux has not been measured so far, it represents also a pathfinder for future X-ray
missions at L2, e.g. ATHENA (Advanced Telescope for High-ENergy Astrophysics)
[15].
A comprehensive description of the scattering experiment and the calibration
methods is given in Section 2. In Section 3 the measurement procedure and param-
eters are explained, while the results are presented and discussed in Section 4.
Section 5 concludes with a summary and an outlook on the application of the results
as well as on future measurements.
2 Experimental setup
2.1 Accelerator facility
The scattering setup for grazing angles has been implemented at the ion accelerator
facility of the University of Tu¨bingen. The accelerator is a 3MV single-ended Van
de Graaff (HVEC KN-3000), capable of producing light ion beams in the energy
range of 400 keV–2.5MeV. The beam energy is determined by measuring the termi-
nal voltage with a generating voltmeter (GVM) [16]. The GVM itself is calibrated via
measuring the yield of resonant nuclear reactions and threshold reactions while scan-
ning the terminal voltage [17]. The beam current is adjustable from a few nanoampere
up to several tens of microampere.
The ions are produced in a radio frequency ion source within the high voltage ter-
minal. An analyzing magnet bends the beam by 95◦ to remove contaminations from
ionized residual gas and partially ionized molecules via momentum separation. This
analyzer is also used to stabilize the terminal voltage on the 10−3 level by feeding
back the beam position after the 95◦-bend to the voltage regulation system.
The facility features six beam lines, selectable via a switching magnet. Various
dipole magnets are distributed along the beam lines to bend and shift the beam. Two
pairs of double quadrupole magnets per beam line allow to refocus the beam. An
overview of the small angle scattering setup installed at the end of beam line 3 is
given in Fig. 1.
2Part of the SRIM package; http://www.srim.org
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Fig. 1 Overview of the scattering experiment at beam line 3 of the accelerator facility of the University
of Tu¨bingen. The beam direction is from the right hand side, where the last slit is visible, through the
collimator in the center to the detector chamber on the far left. The scattering target is mounted in the
chamber downstream of the collimator. Degrader foils widen the beam spatially to provide flux to two
detectors at the collimator entry, which monitor the incident proton flux
2.2 Beam line setup
A schematic of the setup is presented in Fig. 2, while the CAD model in cross-
sectional view in Fig. 3 provides an insight into the implementation. Two angles are
used in the following to describe the scattering geometry: the incidence angle ,
defined between mirror surface and incident beam, and the scattering angle , which
is the angle of the detector position with respect to the incident beam.
The proton beam enters the setup through a pair of slits, separated about 50 cm.
Each of these slits consists of four adjustable copper parts that form a rectangular
aperture. The individual parts are electrically isolated to allow the tapping of currents.
The proton beam is well aligned with the setup when the currents on all opposite slit
parts are equal.
A pinhole aperture reduces the incoming beam current and, therefore, the rates on
the detectors. Depending on the actual measurement configuration, typical diameters
are 0.1–1.0mm to prevent excessive pile-up while keeping measurement durations
reasonable. As well as all other apertures in the setup, the pinhole is made of copper
and has a chamfer on the downstream side to minimize scattering inside the aperture.
Different geometries have been studied by means of Monte Carlo simulations with
the GEANT4 toolkit. The results have been incorporated in the actual design and can
be found in [18].
The main experimental challenge is the determination of the incident particle flux
during a scattering measurement. The beam intensity is subject to unavoidable fluc-
tuations, which arise from variations of the terminal voltage and the yield of the ion
source as well as, on longer timescales, from a drifting of the magnetic fields of the
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Fig. 2 Schematic of the small angle scattering setup. Two pairs of slits are used to verify the alignment of
the proton beam with the setup. A pinhole aperture reduces the beam current and ensures a well-defined
beam spot on the metal degrader foil. The foil spatially widens the beam to provide flux to the monitor
detectors. A collimator focuses a part of the widened beam on the target, which is mounted on a tiltable
table to allow a change of the incidence angle . The scattering angle  is defined by the position of the
detector at the end of the beam line
bending magnets. In order to normalize the measured scattering rates, monitor detec-
tors are placed peripheral to the beam. A metal degrader foil of a few micrometers
thickness is mounted downstream of the pinhole aperture to widen the beam spa-
tially, providing a constant fraction of flux to these detectors. The ratio of target flux
to the readings of the monitor detectors is determined in dedicated measurements.
Since the monitors are mounted relatively close to the degrader and the flux of the
widened beam decreases with distance, rather small 60 μm apertures in front of the
detectors limit the rate to restrict the pile-up fraction to about 1 %. The overall accu-
racy of determining the target flux via off-axis monitor detectors is estimated from
different measurements to be within ±10 %. An additional advantage of the degrader
Fig. 3 A CAD model of the scattering setup in cross-sectional view showing, from right to left, the
degrader foils on a movable holder, the collimator with the monitor detectors around the entrance, the
tiltable target table, and the shiftable detector for scattered protons at the end of the beam line
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foils is the reduction of the beam energy, which makes energies below the lower limit
of the accelerator accessible, whereas the drawback is a spectral broadening up to a
few tens of keV.
In between the monitor detectors the entrance of a 78 cm long collimator is
located, which directs a part of the widened beam to the scattering target. During
the measurements, aperture sizes of 1.0mm at the entrance and 0.3mm at the exit of
the collimator have been used. This combination limits the maximum opening angle
to 0.1◦ (1.7mrad), providing a reasonable trade-off between transmitted flux and
angular precision. The open space around the collimator tube is almost completely
blocked at both ends with 2mm aluminum plates to absorb bypassing protons that
have been scattered at the inner walls of the beam line (cf. Fig. 4a). Instead of the
second aluminum plate, a detector can be mounted temporarily on the exit of the col-
limator to determine the ratio of transmitted flux to the flux on the monitors in order
to normalize the subsequent measurements (cf. Fig. 4d).
Fig. 4 From top left to bottom right: Close-ups of the collimator exit that is surrounded with an aluminum
plate to absorb bypassing protons; the tiltable target table with a part of an eROSITA mirror shell and the
aluminum sheet with a slit at the chamber exit, absorbing protons that have been scattered to larger angles;
the movable detector for scattered protons at the end of the beam line; a detector mounted temporarily at
the collimator exit to measure the transmitted proton flux
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The scattering target, i.e. a part of an X-ray mirror shell, is mounted on a tiltable
table with a length of 120mm (cf. Fig. 4b). Its height can be regulated via setscrews
to adapt to different mirror geometries and thicknesses. Since the mirrors are curved,
they are fixed with two screws on movable wedges that support them sideways. The
screws have been tightened with minimal force to avoid any deformation of the mir-
ror. The tilt angle, i.e. the incidence angle , is controlled via a linear manipulator
from below. The precision of the manipulator of 0.01mm determines the theoretical
precision of the tilt angle to 0.006◦ (0.1mrad). The tilting axis is several centime-
ters below the beam, allowing to remove the target from the course of beam for a
determination of the primary beam position on the detector plane.
An aluminum sheet to reduce the flux of protons, which have been scattered at
the inner walls of the beam line, is installed downstream of the target chamber (cf.
Fig. 4b). It leaves just a slit of 3 cm height and 1 cm width. A comparison of the
proton background with and without this sheet shows a background reduction by
about a factor of 50, which means a decisive increase of the signal to background
ratio in a typical measurement scenario.
At a distance of 933mm to the center of the target table a detector is mounted
on a linear manipulator of the same type as used for the mirror tilting (cf.
Fig. 4c). The detector is vertically shiftable up to 75mm from the beam line cen-
ter without shadowing effects, which corresponds to a maximal scattering angle
 of about 4.5◦ (80mrad). A 1.2mm aperture defines the solid angle  to about
1.3μsr with respect to the mirror center. The diameter of this aperture has been
determined by means of an x-y-table with micrometer position accuracy and an
attached microscope with cross-hairs; the error of this method has been estimated to
±0.1mm.
2.3 Scattering targets
The mirror shells of the eROSITA telescope consist of nickel substrates with a 50 nm
thick gold layer coated on the inner surface. This composition is quite similar to the
XMM-Newton mirrors, except that their gold layer has a thickness of 150–200 nm.
However, TRIM simulations conducted within this work showed that this difference
does not affect the grazing angle proton scattering significantly. The substrate thick-
nesses of the eROSITA mirrors range from 540μm for the outer shells to 200μm for
the inner ones. For the scattering measurements, two samples have been cut from an
eROSITA spare mirror (shell 25, 270μm substrate thickness) by means of a wire cut-
ter. This method has been selected after the study of various alternatives because it
leads to a minimum of debris particles on the samples and affects the gold coating
only very close to the edges. The sizes of the samples differ slightly: the larger one
has a trapezoid shape with a length of 12 cm (cf. Fig. 4b), the smaller one is almost
rectangular with a length of about 10 cm. Although all results presented within this
publication have been obtained with the larger sample, data from the smaller one
have been used to cross-check for consistency.
The mirror samples have been handled with care to avoid damage or contamina-
tion of the surface and minimal strain has been applied for the mounting to prevent
deformations. However, the samples have not been kept under clean room conditions;
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dust particles on the surface have been removed regularly before closing the target
chamber by spraying with nitrogen. A few small scratches have been present on the
surface, but not in the central region where the proton beam has been scattered.
2.4 Proton detectors
Silicon surface barrier (SSB) detectors with 8mm sensitive diameter are used for the
detection of the scattered protons and as monitor detectors. These SSBs feature a
detection efficiency of almost 100% and an energy resolution around 10–20 keV. The
maximal count rate is limited by the shaping time of the spectroscopic amplifiers;
typically rates of up to 2 · 105 s−1 can be achieved without sacrificing the spectral
resolution.
The low energy threshold, above which proton events can be unambiguously iden-
tified, is defined by the thermal noise level and the level of electromagnetic noise that
is picked up by the detectors and the readout electronics. Although noise levels well
below 80 keV could be reached in the scattering setup, the trigger threshold has been
set to about 100 keV to account for an increase at high rates.
The signals of all three detectors are digitized by a fourfold peak-sensing ADC
(analog-to-digital converter). In order to correct for dead time, a pulser signal is split
and input on the fourth ADC channel as well as on a scaler. The fraction of pulses
registered by the ADC compared to the scaler value gives the conversion efficiency
for all ADC channels.
An energy calibration of the SSBs has been performed in the scattering chamber
of beam line 2 by measuring backscattered protons from different known targets.
Before the calibration, the incident beam energy has been determined via the 992
keV resonance of the 27Al(p, γ )28Si reaction. The complete calibration procedure is
described in detail in [10]; the accuracy is estimated to be within ±10 keV.
2.5 Alignment and angular calibration
The alignment of all apertures in the course of beam, i.e. the slits, the pinhole aper-
ture, and entrance and exit of the collimator, is performed with a theodolite that is
placed behind the end of the beam line. In order to allow the alignment procedure,
the detector chamber has a flange on the back side and all apertures can be removed.
As described in Section 2.2, the incidence angle  and the scattering angle  are
adjusted via linear manipulators, necessitating a conversion between the manipulator
readings and the angles. The scattering angle can be calculated from the geometry of
the setup, if the manipulator position corresponding to  = 0◦ is known, whereas the
incidence angle needs to be calibrated. Furthermore, the entire incident flux encoun-
ters the mirror only within a certain range of incidence angles, depending on the
height of the target table. The limits need to be determined, since a measurement of
the scattering efficiency is only meaningful within this range.
Since the X-ray mirror targets reflect visible light and the SSB detector is sensitive
to it as well, a 445 nm solid-state laser is used for the calibration. The device is suffi-
ciently compact to be inserted into the beam line after the pinhole. The position and
orientation of the laser is adjusted via setscrews until the transmitted intensity through
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the collimator is maximized. After the  = 0◦ position of the detector is determined,
the mirror is shifted in the course of beam. The position at which the primary beam
is completely blocked corresponds to the minimal incidence angle. Successively, the
tilt of the mirror is increased and the position of the reflected beam measured with
the detector. The corresponding angles are calculated via the condition  = /2
for specular reflection. During the calibration, the proper positioning of the mirror is
checked as well. Therefore, the measured laser intensity is observed while slightly
shifting the detector perpendicular to the manipulator direction. If the mirror surface,
where the beam is reflected, is not aligned perpendicular to the manipulator direc-
tion, the reflected laser spot drifts away from the detector with increasing incidence
angle. In this case, the mirror position is changed accordingly and the calibration
procedure is repeated. This procedure has been iterated until any observable drift has
vanished.
As an example, laser calibration data for one of the eROSITA mirror samples is
shown in Fig. 5. The first data point at a mirror manipulator position of 66.0mm
marks the point at which the mirror blocks completely the primary laser beam. There-
after, the correlation with the detector position is linear up to a manipulator reading
of 66.7 cm, where a shift of the reflected beam is visible. This shift appears because
the beam starts to hit the front of the mirror sample and marks the maximal mirror
angle for this setting.
3 Measurement parameters and procedures
3.1 Proton energies and spectra
Three proton energies have been selected for the scattering measurements: 250 keV,
500 keV, and 1MeV. This range covers, as far as experimental constraints allow, the
Fig. 5 Plot of the laser calibration data for one of the eROSITA mirror samples. The grey line is a linear fit
to the data from 66.0 to 66.7mm. The points of larger positions are shifted because the incident beam hits
the front of the mirror sample. This marks the maximal incidence angle for a meaningful measurement of
the scattering efficiency
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energies for which an enhanced funneling efficiency has been measured in orbit.
Energies lower than 250 keV are not reasonable in the current setup considering the
100 keV detection threshold of the SSBs and a possible energy loss of several tens
of keV. Combinations of initial beam energy, degrader material, and foil thickness to
obtain the mentioned energies are derived from simulations by means of the TRIM
code. Table 1 lists the combinations finally used, together with mean energy and
FWHM that have been derived by fitting a Gaussian to the main part of the mea-
sured spectra (cf. Fig. 6). The Gaussian shape arises from straggling in the degrader
foil and, to a smaller extend, from the finite energy resolution of the SSB detector.
The low energy tails visible in the 500 keV and 1MeV spectra are mostly due to slit
scattering and contain at maximum 1 % of the total flux. Dedicated low flux mea-
surements with a smaller pinhole aperture show that up to about 5 % of the counts
in a spectrum of the incident beam are pile-up; a high energy tail above the Gaus-
sian peak is not present in the data. Since pile-up is unavoidable when detecting
the incident beam directly under typical measurement conditions, an energy thresh-
old cut has been applied and all recorded events above the threshold have been
counted twice. The same procedure has been applied in the analysis of the scattering
data.
Although the mean energy incident on the target Einc shifts within ±20 keV
between individual measurements, the nominal energies are given in the follow-
ing for the sake of convenience. The deviation does not affect the results of the
efficiency measurements; in the analysis of the energy loss it has been accounted
for.
3.2 Scattered proton spectra
Examples of scattered proton spectra at mean incidence and scattering angles are
given in Figs. 7, 8 and 9 for the three incident energies. Almost all acquired spectra
contain at least 1000 counts. While for the calculation of the scattering efficiency
only the integrals have been considered, Gaussians have been fitted to determine
the position of the main peak for a calculation of the mean energy loss E by a
comparison with the incident spectrum. In order to account for a possible drift of the
primary beam energy, the incident spectra have been measured frequently during a
set of measurements.
Table 1 List of the beam energy and degrader combinations used for the scattering measurements. The
spectral parameters of the exiting beam have been determined by fitting Gaussians to the main part of the
measured spectra (cf. Fig. 6)
Beam energy Degrader material Mean energy FWHM
(keV) and thickness (keV) (keV)
1030 6μm Cu 245 76
1180 6μm Cu 477 70
1550 6μm Cu 977 64
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energy (keV)























Fig. 6 Overlay of the incident proton spectra, recorded with the detector at the end of the beam line. The
spectra are centered around 245 keV, 477 keV, and 977 keV. The low energy tails are mostly due to slit
scattering. Pile-up has been removed by applying an energy threshold cut
Fig. 7 Spectrum of scattered protons for Einc = 246.7 keV, incidence angle  = 0.67◦ ± 0.11◦, and
scattering angle  = 1.67◦ ± 0.11◦. The mean energy loss has been determined by fitting a Gaussian to
the main peak (grey line) and comparing the position with a Gaussian fit to the incident spectrum
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Fig. 8 Same as Fig. 7, but for Einc = 492.9 keV,  = 0.64◦ ± 0.12◦, and  = 1.64◦ ± 0.11◦
3.3 Beam direction and incident flux
The position of the incident proton beam at the detector plane varies on the order
0.5–1mm between sets of measurements, when the beam has been set up newly,
and deviates up to 1.5mm from the position measured during the laser calibration.
Fig. 9 Same as Fig. 7, but for Einc = 968.4 keV,  = 0.61◦ ± 0.15◦, and  = 1.61◦ ± 0.10◦
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Therefore, the mirror has been tilted out of the course of beam at the beginning of
each set and the flux at different position close to the primary beam ( = 0◦) has
been measured. The primary beam position has been derived from this data via fitting
with a function that describes the overlapping area of two circles with different radii
in dependence of the distance of the circle centers. Data of such a measurement and
its good agreement with the theoretical description is shown in Fig. 10. The actual
primary beam position has been considered in the final calculation of both angles, 
and .
The variation of the direction of the incident proton beam impedes the deter-
mination of the incident flux from the measurement at the primary beam position,
since the deviation is of the order of the diameter of the detector aperture and the
detector can only be moved vertically. As an alternative, a detector has temporar-
ily been mounted at the collimator exit to determine the transmitted proton flux
(cf. Fig. 4d). A normalization parameter has been derived from this measurement,
which associates the measured flux on the monitor detectors to the incident flux on
the target. Since the widening of the beam by the degrader foils is energy depen-
dent, this measurement has been repeated for all energies used. All measured fluxes
have been normalized to the mean flux of the two monitor detectors. The uncertainty
for the incident flux on the target by applying this method has been estimated to
±10 %.
Furthermore, the proton background at each of the measured scattering angles has
been determined while the mirror has been tilted out of the course of beam. Back-
ground arises because protons scatter at the exit aperture of the collimator and hit –
either directly or via a second small angle scatter on the inner beam line wall – the
Fig. 10 Plot of the proton flux around the primary beam position ( = 0◦). The mirror has been tilted out
of the course of beam for this measurement. A function that describes the area of two partially overlapping
circles has been fitted to the data (grey line)
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detector. The background contribution is on the order of a few percent and has been
subtracted during the analysis of the scattering efficiency.
3.4 Angular coverage
The intention of the measurements is to cover the angles relevant for the assessment
of the proton funneling to the focal plane of Wolter type-I mirror assemblies, which
in principle comprises incidence angles in the range 0◦–90◦. Nevertheless, since
the efficiency drops significantly towards larger incidence angles, the measurements
have been focused on grazing incidence angles. The minimal feasible mirror angle in
the experiment is about 0.3◦, therefore incidence angles between this lower limit and
1.2◦ have been investigated in combination with scattering angles in the range 0.5◦ to
4.1◦.
4 Results and discussion
4.1 Scattering efficiency
The differential scattering efficiency η is calculated according to Eq. 1 by dividing
the detected number of protons Ndet for a specific incidence angle  and scattering
angle  by the number of incident protons Ninc on the target mirror. The result has











The experimentally determined scattering efficiencies for the three incident ener-
gies Einc are presented in Figs. 11, 12 and 13. The data have been acquired with
two different settings of the target mirror, one optimized for  < 0.7◦, the other for
 > 0.7◦. As the mirror bulk is shielding the detector for  > , these data points
are compatible with zero and, therefore, have not been plotted.
The errors for the scattering efficiency shown in the plots comprise counting statis-
tics (effect on efficiency < 5 %), the estimated uncertainties of the effective detector
area (19 % in excess and 15 % in deficit) as well as of the incident flux determination
by using the peripheral monitor detectors (∼ ±10 %), the calibration and mechani-
cal accuracy of incidence and scattering angles, and the uncertainty of the distance
between the detector and the actual scattering position on the mirror (12 % in excess
and 15 % in deficit). The latter dominates the angular error and causes the increase
towards larger scattering angles because – besides the inevitable extension of the
beam spot to several centimeters – the position of the spot on the 12 cm long target
cannot be localized.
In order to check for systematic effects introduced by the mirror mounting and
the laser calibration procedure, the measurements for  < 0.7◦ have been repeated
twice: once with the same mirror mounted reversely and once with the second mirror
sample (cf. Section 2.3). The data of all three measurements are consistent within the
given errors.
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Fig. 11 Scattering efficiency results for Einc = 250 keV. The values are normalized to the solid angle of
the detector. The given errors account for counting statistics as well as uncertainties of the solid angle and
the incidence and scattering angles. The individual data points for each incidence angle are connected by
straight lines. The dashed lines are calculated by means of the Firsov formula (cf. Section 4.3)
The results show slightly higher efficiencies for larger incident energies. Table 2
lists the maximum measured efficiency ηˆ and the corresponding scattering angle
for each incident energy and incidence angle. The maximum is in all measurements
found around  = 2, the condition for specular reflection.
Fig. 12 Same as Fig. 11, but for Einc = 500 keV
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Fig. 13 Same as Fig. 11, but for Einc = 1MeV
These results deviate from the findings in [8] for XMM-Newton mirrors, only
the present data for 250 keV are in agreement with the reported efficiencies for
Einc = 300 keV. For 500 keV the efficiencies of the present study are almost a fac-
tor of two higher; a comparison of the present 1MeV measurement to the reported
1.3MeV XMM-Newton data yields an even larger discrepancy around a factor of three
and four. However, it should be stated that only six data points could be compared
directly. The target mirrors and the experimental setups are comparable, except for
the method of determining the incident flux, which might explain at least partially
the systematically lower efficiencies of the former results towards higher energies:
the current on the target mirror in the XMM-Newton setup has been integrated with
an electrometer; from the collected charge the number of incident protons has been
Table 2 For each incidence angle  and incident energy Einc, the maximum efficiency ηˆ and the
corresponding scattering angle  is listed. Since incidence and scattering angle deviate slightly between
individual measurements, the mean values are given
mean mean ηˆ250 keV ηˆ500 keV ηˆ1MeV
(◦) (◦) (sr−1) (sr−1) (sr−1)
0.33 1.15 469 ± 122 578 ± 150 585 ± 152
0.48 1.15 312 ± 81 388 ± 101 414 ± 107
0.64 1.64 190 ± 49 227 ± 59 244 ± 63
0.86 1.65 162 ± 42 181 ± 47 212 ± 55
1.03 2.38 108 ± 28 117 ± 30 133 ± 35
1.20 2.38 97 ± 25 104 ± 27 114 ± 30
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calculated. Although the emission of secondary electrons from the target has been
reduced with a repulsion grid, the yield of these delta electrons is increasing with
rising beam energy, possibly leading to an overestimation of the collected charge at
higher energies and, therefore, to apparently lower efficiencies.
4.2 Energy loss
The results of the energy loss analysis is presented in Figs. 14, 15 and 16. The plots
show the most probable energy loss E, which is derived from Gaussian fits of the
main peaks of the incident and the scattered spectra. Since shifts of the beam energy
of a few keV can occur during the measurements, the incident spectrum has been
measured immediately before and after each set of scattering measurements. The
mean of these has been used as incident energy, from which the peak energy of the
scattered spectra has been subtracted. For the calculation of the errors the deviation
of the energy before and after the measurement as well as the errors of the fits have
been considered. The former is dominating the errors, especially in the measurement
around 250 keV. The angular errors have been derived as described in Section 4.1.
Since the Firsov scattering description makes no assumption of the energy loss, a
narrow Gaussian distribution around 3 keV, independent of the incident energy has
been used as default value in the implementation of the Firsov process in GEANT4.
This assumption originates from high precision experimental data of grazing inci-
dence proton scattering on a planar aluminum surface [19]. However, the present
results for the gold coated eROSITA mirrors indicate significant higher losses: from
Fig. 14 Most probable energy loss for Einc = 250 keV. The values have been calculated by subtracting
the mean energy of the scattered spectra from the incident energy. All these values have been obtained
by Gaussian fits to the main peak of the spectra. The individual data points for each incidence angle are
connected by straight lines
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Fig. 15 Same as Fig. 14, but for Einc = 500 keV
13 keV for  = 0.69◦ and Einc = 250 keV up to 54 keV for  = 3.09◦ and 1MeV. It
can be concluded that the most probable energy loss depends on the incident energy,
similar to the results obtained with graphite targets reported in [20]. Furthermore, the
data show a significant increase of the energy loss towards larger scattering angles,
while being independent of the incident angle. An explanation for the discrepancy
among the experimental results is first of all the different target materials as well as
Fig. 16 Same as Fig. 14, but for Einc = 1MeV
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Fig. 17 Scattering efficiency results of TRIM simulations, each with 10 million protons. Angular cuts
and an energy cut below 100 keV have been applied to match the acceptance angle and the energy threshold
of the detector in the experimental setup. The individual data points of one parameter set are connected by
straight lines. Included are the experimental data points of the measurement sets that correspond best to
the parameters of the simulations (drawn in the respective color)
different surface conditions of the mirror samples used in the present study compared
to the extensively prepared graphite and aluminum targets, which feature a clearly
defined crystal orientation and flatness on an atomic level without contamination
from adsorbed gases.
4.3 Comparison to the Firsov description and simulations
The theoretical scattering description by Firsov [5] (cf. Eq. 2)3, which has been
implemented in GEANT4 [7], predicts scattering distributions for grazing angle pro-
ton scattering that are shifted to smaller scattering angles in comparison to the
GEANT4 multiple scattering process; the Firsov distributions peak at scattering
angles that meet the condition for specular reflection ( = 2). In order to compare
the experimental data of the present study to the Firsov formula, the integral of the
measured distributions from  = , where zero efficiency has been assumed, to the
largest scattering angle in the measurement has been estimated by a linear interpo-
lation between the data points. The dashed curves in Figs. 11, 12 and 13 have been
calculated by normalizing the integral of the Firsov curve for the particular incidence
angle to the integral of the respective measurement, thereby equalizing the integral
scattering efficiency in the considered range of scattering angles. The agreement
with the experimental data is reasonable, considering that the mirror surface is not
3The scattering angle has been transformed to match the convention used in this study.
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ideal, the uncertainties of the measurement, and the linear interpolation used for the
comparison. However, the measured peak efficiencies are slightly shifted to larger
scattering angles and the slope for larger scattering angles is steeper in the data than
predicted by the formula. This should be taken into account in simulations of the
proton propagation through an X-ray telescope, where two scatters can occur.
	(,) = 3(( − ))
3/2
2π(3 + ( − )3) (2)
The data have been compared to TRIM simulations. Therefore, the scattering of
10 million protons on a flat target, consisting of a 50 nm gold layer on a nickel sub-
strate, has been simulated for each of the three incident energies by using incidence
angles of 0.5◦ and 1.0◦, respectively. Angular cuts and an energy cut at 100 keV have
been applied to the simulation output to match the acceptance angle and the energy
threshold of the detector in the experimental setup. The results for the scattering effi-
ciency are shown in Fig. 17. TRIM reproduces the experimental data for the larger
scattering angles, except for a slight systematic shift to lower efficiencies. Never-
theless, below a certain scattering angle the simulated efficiencies drop significantly
with respect to the experimental data. For 500 keV incident energy the threshold is
around a scattering angle of 2◦, for 250 keV around 3◦. Just the simulation for 1MeV
and an incidence angle of 0.5◦ is in agreement with the data down to a scattering
energy (keV)











Fig. 18 Proton spectra after scattering obtained by means of TRIM simulations. From left to right
the incidence energy is 250 keV, 500 keV, and 1MeV, respectively. The incidence angle is 0.5◦, the
scattering angle 2◦. Angular cuts and an energy cut below 100 keV have been applied to match the
acceptance angle and the energy threshold of the detector in the experimental setup
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Fig. 19 Same as Fig. 18, but for  = 1.0◦
angle of 1◦. Furthermore, the TRIM output shows significantly larger energy losses
and broader distributions than the measured data. As shown in Figs. 18 and 19, this
is more pronounced for smaller incidence angles. The broad energy loss distribution
accounts partially for the low efficiencies at 250 keV, since a part of the scattered
spectrum is affected by the 100 keV energy cut.
Since the compositions of the eROSITA and the XMM-Newton mirrors are almost
identical, the measured efficiencies have also been compared to the GEANT4 results
reported in [9]. In general, the simulation results show smaller efficiencies than the
current experiment; deviations up to a factor of two occur in particular for large
incidence angles, while for smaller incidence and larger scattering angles the results
agree within the errors. Even though this behavior appears to be similar to the
TRIM results discussed before, the overlap in parameter space is too small to allow
significant conclusions.
5 Conclusions
The scattering setup presented in this work applies a unique method of determining
the incident proton flux on the target via monitor detectors, enabling high accuracy
efficiency measurements of grazing incidence scattering. The current data obtained
with samples of eROSITAmirror shells show significant higher efficiencies compared
to previous measurements with XMM-Newton mirrors at the Harvard University in
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1999 [8]. An explanation, at least for a part of the discrepancy, could be the different
methods for the determination of the incident flux.
The use of an energy degrader foil, which leads to a spectral broadening, and the
moderate energy resolution of the SSB detectors limit the precision of energy loss
measurements with the present setup. However, since the measured mean energy loss
is more than one order of magnitude larger than estimated in [7], the deviation is
significant.
It can be concluded that the scattering distributions of the present study are rea-
sonably reproduced by the Firsov formula. However, a small systematic shift of
the measured peak efficiencies to larger scattering angles and a steeper slope of
the experimental data has been found. These deviations might be attributed to the
non-ideal finite surface roughness of the mirror shells and a combination of Firsov
scattering with other scattering processes, e.g. multiple scattering, might yield a more
accurate description. If incident energies and scattering angles are sufficiently large,
simulations by means of the TRIM code are in good agreement with the measured
data. The lower thresholds for the applicability of TRIM for efficiency simulations
are around a scattering angle of 3◦ for 250 keV incident energy and at about 2◦ for
500 keV and 1MeV. For 1MeV incident energy and an incidence angle of 0.5◦ the
agreement between simulation and measurement extends even down to scattering
angles of 1◦. However, for all energies and angles studied within this work the energy
loss in the simulation is larger and broader distributed than in the experimental
results. As for the efficiencies, the deviation is decreasing with increasing energy and
angles.
Future applications of the setup are grazing angle scattering measurements with
different target materials that are used for X-ray mirror coatings as well, e.g.
iridium, and aluminum for a comparison with a light target material. Addition-
ally, measurements with alpha particles are planned. The results of this work
will be incorporated in a ray tracing simulation code for protons that is cur-
rently under development in a collaboration of the IASF4 in Palermo, the IAA5
Tu¨bingen, and the MPE6 in Garching [13]. It is dedicated to the simulation of pro-
ton propagation through X-ray telescopes for the assessment of potential damage
and proton induced background in future X-ray missions, such as eROSITA and
ATHENA.
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6 Conclusions
The opacity of the Earth atmosphere makes spaceborne observatories crucial for astronomical
studies in the UV and X-ray domains. The UV band is enormously rich in spectroscopic atomic
lines that hold information on, for instance, composition, temperature, and surface gravity of
stellar objects, while the X-ray band provides unique information on energetic processes related
to accreting binary systems, active galactic nuclei, supernovae, and many more. Often only
the combination of data from several wavelength bands yields a deeper understanding of these
objects aiding to constrain astrophysical and cosmological theories.
An advanced MCP detector for the application in a spaceborne UV instrument on a satellite
observatory is currently under development at the IAAT. The key development items are a
sensitive photocathode and the application of a cross-strip anode in conjunction with low power
dissipation readout electronics. In the scope of the present thesis, an adaptable MCP test setup
in a vacuum chamber was developed and constructed that is similar to the configuration of
the finally desired sealed-tube detector. The intention was to provide realistic signal stimuli
and conditions for the evaluation of a new cross-strip anode and the corresponding electronics.
A second application was the initial electron scrubbing and conditioning of raw and untreated
MCPs. A comprehensive description of the planned detector and front-end electronics design
was published in Diebold et al. (2013b). The article includes also commissioning results of the
readout electronics and outlines the MCP test setup.
The harsh space environment, e.g. large differences and rapid changes in temperature, micro-
meteorites and high velocity debris particles, as well as various types of particle radiation, applies
enormous stress to materials and electronics aboard a satellite. Particularly the performance of
X-ray detectors can be degraded by soft proton radiation, thus requiring extensive evaluation
to assess the end-of-life performance. Therefore, a setup for the soft proton irradiation of silicon
sensors for X-ray astronomy as well as for other exposed and potentially vulnerable satellite parts
was developed and constructed. The key features were a high flux uniformity over a large area
and an independent monitoring system for the applied fluence and spectrum. The experimental
setup is presented in Diebold et al. (2013a) along with calibration data and measurement results
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that show the spectral and flux uniformity performance. The setup was used for two irradiation
campaigns for silicon drift detector prototypes for LOFT and a test of two coated optics samples
for ADM-Aeolus.
Even before the discovery of damages of the Chandra ACIS instrument it was well-known that
Wolter-type X-ray optics focus also soft proton radiation and, therefore, lead to a concentration
of the ambient orbital proton flux on X-ray sensors in the focal plane of the instrument. Besides
a possible degradation of the detection performance, an enhancement of the observational back-
ground can occur. Up to now, experimental data of grazing angle proton scattering on X-ray
mirrors were just sparsely reported. In order to improve this situation, the soft proton irradiation
setup in Tu¨bingen was upgraded to a grazing incidence scattering experiment. A new method
was found to determine the incident flux and monitor it during measurements. A substantial
set of measurements was obtained with two samples from an eROSITA spare mirror shell. Sim-
ulations of optimized aperture designs and preliminary test results were reported in Diebold
et al. (2014a), while the actual scattering efficiency data were published in Diebold et al. (2015).
The latter article comprises a detailed discussion of the results including the comparison to a
previous experiment, to a proposed theoretical description, and to semi-empirical simulations.
Improvements to enhance the capabilities of the setup are proposed in the present thesis, to
extend the empirical data base even more in the future.
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